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EXECUTIVE SUMMARY

This abbreviated Remedial Investigation (RI) Report was prepared for Operable Unit 2 (OU2) at the Fletcher’s
Paint Works and Storage Facility Superfund Site (Fletcher’s Paint Superfund Site) along the Souhegan River in
Milford, New Hampshire (Figure 1-1). The Rl Report was prepared by Watermark Environmental Inc.
(Watermark), with assistance from Tetra Tech EC, Inc. (Tetra Tech), under contract W912WJ-05-D-0004 Task
Order 05 to the United States Army Corps of Engineers (USACE), New England District (CENAE).

The Fletcher’s Paint Superfund Site was officially listed on the National Priorities List (NPL) by the United
States Environmental Protection Agency (USEPA) on March 31, 1989, as a result of investigations related to the
1984 closure of the Keyes Municipal Supply Well (Keyes Well). In 1984, volatile organic compounds (VOCs)
were detected in the nearby Keyes Well by the New Hampshire Department of Environmental Services
(NHDES - formerly known as the New Hampshire Water Supply and Pollution Control Commission). This
triggered the removal of the Keyes Well from service and prompted a series of investigation and remediation
activities to determine and address the contaminant sources.

Fletcher’s Paint manufactured, stored, and sold paints and stains for residential use from 1949 to 1991. Annual
production was 25,000 to 35,000 gallons of both water-based paints and solvent-based oil paints.
Manufacturing occurred at the EIm Street Area, and a wood-frame building in the Mill Street Area was used for
storage of bulk paint pigments. The Mill Street Area contained two sheds that were used by Fletcher’s Paint to
store bulk paint pigments for over 25 years. During the Fletcher’s Paint operations, hundreds of drums of
hazardous substances were stored outside at both the EIm and Mill Street Areas, ultimately leading to the release
of various hazardous substances to the surrounding environment. Although polychlorinated biphenyl
compounds (PCBs) were not extensively used in the paint operations, "scrap pyranol”, which contained various
mixtures of PCBs, trichlorobenzene, and trichloroethylene, was used and resold for other non-paint related
purposes such as a dust suppressant, heating oil, and as a compound for the roofing cement industry. The
Fletcher's Paint Works also used the scrap pyranol to suppress the dust at the EIm Street facility. These
activities resulted in ubiquitous surface soil contamination, as well as contamination of sub-surface soil and
groundwater from infiltration and contamination of Souhegan River sediments via runoff and groundwater
discharge.

In April of 1996, a Remedial Investigation/Feasibility Study (RI/FS) was completed for OU1. This study and
other supplemental studies have revealed that soils, sediments, surface water, and groundwater are contaminated
with volatile organic compounds (VOCs), semi-volatile organic compounds (SVOCs), metals, PCBs, and
pesticides as a result of activities that occurred at the Fletcher’s Paint properties. In addition, the RI studies
showed that surface water and sediment in the Souhegan River was contaminated and certain fish and biota
within the river were potentially impacted as a result of the contamination. PCB, VOC, SVOC, and heavy metal
contamination from the EIm Street and Mill Street Areas has migrated to the river via former Fletcher’s Paint
manufacturing activities, improper storage of drums, and runoff from the EIm Street Area, as well as surface
water runoff from Mill Street through the drainage ditch/culvert system (Figure 1-1). Additional details
regarding the characterization of the contamination at the Fletcher’s Paint Superfund Site can be found in the
1994 RI (ADL, 1994a), 1998 Record of Decision (ROD) (USEPA, 1998), 2009 ROD Amendment (USEPA,
2009a), 2009 Pre-Design Investigation Report (BBL, 2009), and the Administrative Record.

The Fletcher’s Paint Superfund Site was divided into two Operable Units to investigate apparent releases of
hazardous substances to the environment. OU1 consists of the EIm Street Area, Mill Street Area, and a drainage
ditch/culvert system connecting these two areas. It also includes a plume of groundwater contamination
extending from the Mill Street Area through the EIm Street Area to the Souhegan River. A remedy was selected
for OU1 in 1998 and amended in 2001, 2009, and 2010. The remedy for OU1 includes the excavation and off-
site treatment/disposal of approximately 28,000 cubic yards of PCB contaminated soils, containment of residual
contamination, and long term monitoring of the contaminated groundwater. Documents related to the OU1
cleanup, including the Remedial Design are available on the internet atwww.epa.gov/ne/superfund/sites/fletcher.

OU2, which is the focus of this abbreviated RI, is comprised of the Keyes Memorial Field and Keyes Memorial
Pool (Keyes Field) groundwater and the section of the Souhegan River located in the vicinity of the EIm Street
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Avrea (Figure 1-1). The Keyes Field area is currently the location of a municipal park which is comprised of the
Keyes Memorial Field complex and the Keyes Memorial Pool. Keyes Field includes baseball and softball
diamonds, a soccer field, and other outdoor recreational courts, picnic, and play areas. A small structure
housing the Keyes Well is located on-site on the northern end near the Souhegan River. While the Keyes Well
was in operation, contamination in the groundwater resulting from the past activities at the Mill Street and EIm
Street Areas was drawn north and west through the Keyes Field to the Keyes Well. Contaminants related to the
Fletcher’s Paint Superfund Site were found in the Keyes Well in 1984. With the removal of the Keyes Well
from service in the 1980s, groundwater flow from the Mill Street and EIm Street Areas is no longer toward the
Keyes Well, but generally north from the Mill Street Area towards EIm Street, then northwest towards Keyes
Field, and finally north/northeast to the Souhegan River, ultimately discharging to the Souhegan River.

The Souhegan River is located north of the EIm Street Area and flows from west to east, through the Town of
Milford. It eventually discharges into the Merrimack River, which is located about 12 miles downstream of the
Elm Street Area (ARCADIS, 2007).

The Souhegan River investigations have focused specifically on the area of the river just upstream of the EIm
Street Area down to the Goldman Dam. The Goldman Dam, which is located approximately one-half mile
downstream from the EIm Street Area, is the first impoundment downstream of the Site. Just below the
Goldman Dam is the McLane Dam, which is the last impoundment located between the Souhegan River and the
Merrimack River (Figure 1-1). Additional investigations in the Souhegan River between the Goldman and
McLane Dams were conducted in August 2011 as part of an ongoing Dam Removal and River Restoration
Feasibility Study being conducted by the Town of Milford.

The overall objective of this abbreviated Rl Report for OU2 is to present a summary of the various
investigations conducted at the Fletcher’s Paint Superfund Site as part of OU2 within the Keyes Field
groundwater and Souhegan River, and document the nature and extent of contamination within the OU2 study
area. For Keyes Field, historic groundwater data are summarized and a baseline Human Health Risk
Assessment (HHRA) is presented in this report for human health exposures related to Keyes Field groundwater.
This OU2 RI Report also summarizes the risk assessment conducted on the Souhegan River for human and
ecological receptors (Battelle, 2011).

Keyes Field Groundwater

Groundwater investigations in the vicinity of Keyes Field were initiated as a result of the 1984 closure of the
Keyes Well. The Keyes Well, located approximately 800 feet northwest of the EIm Street Area, operated from
1972 to 1984. Subsequent to the closure of the Keyes Well, numerous groundwater investigations have been
conducted in the vicinity of Keyes Field.

Groundwater flow in the vicinity of Keyes Field is in a north-northeast direction across Keyes Field and
discharges into the Souhegan River. From the Mill Street Area, groundwater flows north toward EIm Street and
then north-northwest toward the Souhegan River. Under current, non pumping conditions, Keyes Field is
located hydraulically upgradient of OU1 and downgradient of the Xtramart gasoline station located on EIm
Street (Figure 1-1).

Early investigations of Keyes Field groundwater conducted as part of OU1 found elevated concentrations of
VOCs [primarily benzene, toluene, ethylbenzene, and xylene (BTEX)] in several of the Keyes Field wells. The
highest concentrations of VOCs were detected along the southern edge of Keyes Field on the northern side of
EIm Street across from the gasoline station (currently Xtramart). The OU1 RI (ADL, 1994a) concluded that the
VOC contamination observed in groundwater beneath Keyes Field was assumed to have been transported from
an off-site location and not associated with historic releases from the Mill Street or EIm Street Areas. At that
time, the VOC contamination observed in groundwater appeared to have originated from a source near the
intersection of EIm and West Streets and migrated through the groundwater in a northeasterly direction across
Keyes Field toward the Souhegan River.

The Xtramart has operated as a gasoline station since 1956 when the property was owned by the Atlantic
Richfield Company. The property has been regulated by the NHDES since 1994. Numerous subsurface
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investigations, groundwater monitoring events, and field observations have been completed to determine the
extent of contamination in soil and groundwater. A soil vapor extraction (SVE)/air sparge (AS) remediation
system has been in operation at Xtramart since May 2007. Groundwater monitoring of the Xtramart well
network has been conducted routinely since 1996. Elevated levels of BTEX and methyl tert-butyl ether
(MTBE) that were detected in wells along the southern edge of Keyes Field for the first several years have
declined significantly over the last seven years (CEA, 2010b).

Supplemental groundwater monitoring has been conducted at Keyes Field by General Electric and USEPA since
2007. Significant results from these sampling events include the detection of MTBE at a concentration of 49
pg/L in KWO1D (50 pg/L in the duplicate sample), which exceeds the NHDES standard for MTBE of 13 ug/L.
BTEX has not been detected in any of the on-site wells at Keyes Field in the past four years.

The quantitative Human Health Risk Assessment (HHRA) performed relative to potential exposures to the on-
site groundwater focused on a future Park Worker, a future Park User, and hypothetical future Residents who
could be exposed to the on-site groundwater as tapwater in a domestic setting if the Keyes Well were to be re-
activated and the groundwater used to supply the public water system. The exposure scenarios evaluated for the
future Park Worker and the future Park User assumed that all water used at the park for all needs (e.g., drinking,
irrigation, washing, filling the pool) would come from the on-site groundwater. This included potential
ingestion (i.e., drinking) as well as potential dermal absorption exposures due to direct contact with the
groundwater during these uses. It must be emphasized that the water currently available at the park is
municipally supplied from other sources (i.e., not the on-site groundwater). The calculated risks for the future
Park Worker and the future Park User under these potential future exposure scenarios did not exceed the
USEPA cancer risk reference range or non-cancer thresholds. The calculated risks for the hypothetical future
Resident (adult and child) under the scenario of the on-site groundwater as a municipal water supply did exceed
both the USEPA cancer risk reference range and the non-cancer hazard index (HI) threshold of one. However,
the exceedance of the USEPA cancer risk reference range was almost entirely due to a one time detection of
arsenic at a concentration just over the detection limit and maximum contaminant level (MCL) standard of 10
pg/L. This detection of arsenic was determined to likely be due to the naturally occurring arsenic in the area’s
bedrock and lithology. The only other compound in the on-site groundwater that contributed to any significant
degree to the calculated risks was MTBE. However, MTBE was only detected in one well in 2007 and was very
likely due to upgradient off-site sources that are currently being addressed under NHDES regulations. As such,
the MTBE is not indicated to be due to any release from the Fletcher’s Paint Superfund Site and is not expected
to pose a long-term concern if upgradient sources continue to be addressed and monitored.

The screening level risk assessment for the upgradient groundwater revealed that this groundwater has or is
likely to have contaminant levels that exceed thresholds for a public drinking water supply. Characterizations of
the hydraulic conductivities in the overburden and in the underlying bedrock (USGS, 1996) suggest that a cone
of depression would likely be created if the Keyes Well were to be re-activated to extract water for use as a
public supply. This pumping would be likely, based on past experience, to draw groundwater from these
upgradient locations and re-contaminate the on-site groundwater. A Keyes Well re-activation scenario should
not be considered until the various sources of the upgradient contamination are identified and remediated. It is
assumed, given the ongoing remediation and groundwater monitoring efforts associated with the Xtramart site
under the NHDES regulations (NHDES Site No. 199404027), that the contamination associated with the
Xtramart property is unlikely to impact Keyes Field groundwater in the future if the Keyes Well remains
inactive until this off-site source has been remediated.

The HHRA for the Keyes Field groundwater suggests that there are no current human health risks related to the
on-site Keyes Field groundwater and hypothetical future risks are related to potential migration of off-site
contamination into Keyes Field should the Keyes Well be returned to service. The hypothetical future risks can
be addressed by preventing the installation of new wells and use of the Keyes Well until these off-site sources
are remediated or otherwise addressed. In addition, ongoing groundwater monitoring programs associated with
historic releases at EIm Street and Mill Street Areas (OU1) and the Xtramart property will continue to be
conducted to assess contaminant migration and concentration trends.
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Souhegan River

Multiple investigations of the Souhegan River adjacent and downstream of the EIm Street Area have been
conducted and a supplemental Baseline Human Health and Ecological Risk Assessments (BHHERA) (Battelle,
2011) was prepared to incorporate all available data and update the risk assessment to human health and the
environment associated with the Fletcher’s Paint Superfund Site.

The supplemental BHHERA concluded that there is unacceptable risk to human and ecological receptors from
exposure to PCBs in Souhegan River sediments adjacent to the EIm Street Area and above the Goldman Dam.
There is risk to human receptors from direct contact with sediments and fish ingestion, with fish ingestion risks
being of particular concern. There is also some risk to benthic invertebrates from exposure to metals and
pesticides in sediment. The observed risk is unacceptable in these areas relative to background Area C located
upstream from the EIm Street Area. A PCB Hot Spot Area was identified in the Souhegan River adjacent to the
Elm Street Area where there are statistically significant elevated concentrations of PCBs. Within the PCB Hot
Spot Area there are also elevated concentrations of PCBs in sub-surface sediments that could pose greater risk to
human and ecological receptors if storm and flood events expose these deeper sediment layers. Consequently,
the PCB Hot Spot Area could provide a continuing source of bioavailable PCBs to the Souhegan River if not
remediated.

A Focused Feasibility Study (FFS) is proposed to be conducted for the Souhegan River study area to develop an
appropriate range of remedial alternatives for detailed analysis to address unacceptable risks posed to human
health and the environment due to contamination associated with the Fletcher’s Paint Superfund Site.
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1.0 INTRODUCTION

This abbreviated Remedial Investigation (R1) Report was prepared for Operable Unit 2 (OU2) at the Fletcher’s
Paint Works and Storage Facility Superfund Site (Fletcher’s Paint Superfund Site) along the Souhegan River in
Milford, New Hampshire (Figure 1-1). The Rl Report was prepared by Watermark Environmental Inc.
(Watermark), with assistance from Tetra Tech EC, Inc. (Tetra Tech), under contract W912WJ-05-D-0004 Task
Order 05 to the United States Army Corps of Engineers (USACE), New England District (CENAE).

In accordance with the Comprehensive Environmental Response, Compensation, and Liability Act (CERCLA)
of 1980 and the Superfund Amendments and Reauthorization Act (SARA) of 1986, and under the authority of
the United States Environmental Protection Agency (USEPA), an RI was previously conducted for Operable
Unit 1 (OU1) at the Fletcher’s Paint Superfund Site [Arthur D. Little (ADL), 1994a]. Prior to the USEPA
separating the Fletcher’s Paint Superfund Site into OU1 and OU2 and as part of that RI, a Preliminary
Ecological Assessment (ADL, 1994b) and an Ecological Risk Assessment (ADL, 1997) were conducted on the
Souhegan River. In addition, General Electric (GE) performed supplemental investigations of the Souhegan
River and prepared a Supplemental Investigation Data Summary Report (ARCADIS, 2007). The USACE was
tasked by the USEPA to complete the OU2 RI and conduct a Supplemental Baseline Human Health and
Ecological Risk Assessment (BHHERA) (Battelle, 2011). The BHHERA was prepared for the Souhegan River
study area of the Fletcher’s Paint Superfund Site using data collected subsequent to the RI to assess the current
and future health risks to human and ecological receptors in the absence of any remedial actions. This
abbreviated RI for OU2 builds upon the previous work conducted on the OU2 areas of the Fletcher’s Paint
Superfund Site in the 1990’s and summarizes the additional investigations and information collected and
analyzed subsequent to the RI for OU1.

1.1 Site Background

The Fletcher’s Paint Superfund Site was officially listed on the National Priorities List (NPL) by the USEPA on
March 31, 1989, as a result of investigations related to the 1984 closure of the Keyes Municipal Supply Well
(Keyes Well). In 1984, volatile organic compounds (VOCSs) were detected in the nearby Keyes Well by the
New Hampshire Department of Environmental Services (NHDES - formerly known as the New Hampshire
Water Supply and Pollution Control Commission). This triggered the removal of the Keyes Well from service
and prompted a series of investigation and remediation activities to determine and address the contaminant
sources.

The Fletcher’s Paint Superfund Site is located within a mixed-use area of residential and commercial/industrial
properties immediately west of the Town of Milford, New Hampshire (Figure 1-1). The Fletcher’s Paint
Superfund Site is situated in a densely populated residential and commercial area, located approximately one-
eighth of a mile from the downtown Milford area. Approximately 11,400 people living within three miles of the
Fletcher’s Paint Superfund Site obtain their drinking water from public and private wells; however, groundwater
associated with the study area is not currently used as a drinking water source (USEPA, 20073).

The Fletcher’s Paint Superfund Site was divided into two Operable Units to investigate apparent releases of
hazardous substances to the environment. OU1 consists of the EIm Street Area, Mill Street Area, and a drainage
ditch/culvert system connecting these two areas (Figure 1-1). It also includes a plume of groundwater
contamination extending from the Mill Street Area through the EIm Street Area to the Souhegan River. A
remedy was selected for OU1 in 1998 and amended in 2001, 2009, and 2010. The remedy for OU1 includes the
excavation and off-site treatment/disposal of approximately 28,000 cubic yards of PCB contaminated soils,
containment of residual contamination, and long term monitoring of the contaminated groundwater. Documents
related to the OU1 cleanup, including the Remedial Design are available on the internet at
www.epa.gov/ne/superfund/sites/fletcher.

OU2, which is the focus of this abbreviated RI, is comprised of the Keyes Memorial Field and Keyes Memorial
Pool (Keyes Field) groundwater and the section of the Souhegan River located in the vicinity of the EIm Street
Area. The Souhegan River is located north of the EIm Street Area and flows from west to east, through the
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Town of Milford (Figure 1-1). It eventually discharges into the Merrimack River, which is located about 12
miles downstream of the EIm Street Area (ARCADIS, 2007).

The Souhegan River investigations have focused specifically on the area of the river just upstream of the EIm
Street Area down to the Goldman Dam. The Goldman Dam, which is located approximately one-half mile
downstream from the EIm Street Area, is the first impoundment downstream of the Site. Just below the
Goldman Dam is the McLane Dam, which is the last impoundment located between the Souhegan River and the
Merrimack River (Figure 1-1). Additional investigations in the Souhegan River between the Goldman and
McLane Dams were conducted in August 2011 as part of an ongoing Dam Removal and River Restoration
Feasibility Study being performed by the Town of Milford.

Keyes Field is approximately 19 acres in size and is bordered by EIm Street to the south-southwest and the
Souhegan River to the north and east. Keyes Field was originally a privately-owned farm but has been publicly
owned since 1957 (first by a land Trust, then by the Milford School System, and finally by the Town of
Milford). The Keyes Field area is currently the location of a municipal park which is comprised of the Keyes
Memorial Field complex and the Keyes Memorial Pool. Keyes Field includes baseball and softball diamonds, a
soccer field, and other outdoor recreational courts, picnic, and play areas. A small structure housing the Keyes
Well is located on-site on the northern end near the Souhegan River. While the Keyes Well was in operation,
contamination in the groundwater resulting from the past activities at the Mill Street and EIm Street Areas was
drawn north and west through the Keyes Field to the Keyes Well. Contaminants related to the Fletcher’s Paint
Superfund Site were found in the Keyes Well in 1984. With the removal of the Keyes Well from service in the
1980s, groundwater flow from the Mill Street and EIm Street Areas is no longer toward the Keyes Well, but
generally north from the Mill Street Area towards EIm Street, then northwest towards Keyes Field, and finally
north/northeast to the Souhegan River, ultimately discharging to the Souhegan River.

1.2 Site History

This section provides a summary of the history of the Fletcher’s Paint Superfund Site. Additional details
regarding the history and uses of the property and Fletcher’s Paint operations are available in the Administrative
Record. The Administrative Record is located at the USEPA Record Center in Boston, Massachusetts and at the
Wadleigh Memorial Library in Milford, New Hampshire.

Fletcher’s Paint manufactured, stored, and sold paints and stains primarily for residential use from 1949 to 1991.
Annual production was 25,000 to 35,000 gallons of both water-based paints and solvent-based oil paints.
Manufacturing occurred at the EIm Street Area, and a wood-frame building in the Mill Street Area was used for
storage of bulk paint pigments.

Land use at the EIm Street Area prior to 1949 included agricultural farming in the 1800s (as part of the Crosby
Farm), hide storage for the nearby tannery, a turn of the century blacksmith and carriage painting business, an
armory (1913 to 1926), the town burning dump (1929 to 1947), and an automotive dealership (1920 to 1949).
Fletcher’s Paint Works operated from approximately 1948 until 1991. During the Fletcher’s Paint operations,
hundreds of drums of hazardous substances were stored outside at both the EIm Street and Mill Street Areas.
Although PCBs were not extensively used in the paint operations, "scrap pyranol”, which contained various
mixtures of PCBs, trichlorobenzene, and trichloroethylene, was used and resold for other non-paint related
purposes such as a dust suppressant, heating oil, and as a compound for the roofing cement industry. The
Fletcher's Paint Works also used the scrap pyranol to suppress the dust at the EIm Street facility. These
activities resulted in ubiquitous surface soil contamination, and well as contamination of sub-surface soil and
groundwater from infiltration and contamination of Souhegan River sediments via runoff and groundwater
discharge.

From 1960 to 1984, groundwater was the sole source of drinking water for the town of Milford. An estimated
80 percent of Milford’s population relied upon the municipal supply system for drinking water, while the
remainder relied on private wells. The Town’s municipal supply wells were finished in the overburden aquifer.
The Keyes Well is located approximately 800 feet to the northwest of the EIm Street Area of the Fletcher’s Paint
property. It is 18 inches in diameter, approximately 60 feet deep, and screened in gravel. Other nearby
municipal supply wells operating at that time were the Kokko Well (1.0 mile to the southwest) and the two

05401-06 Final Remedial Investigation Report 1-2 September 2012
OU2, Fletcher’s Paint Works and Storage Facility, Milford, NH WLD0916



Watermark

Curtiss Wells (1.2 miles to the east). Similar to the Keyes Well, and during the same time period, the Savage
Well (1.8 miles to the west) was also removed from service following discovery of contamination.

In 1984, VOCs were detected in the Keyes Well by the New Hampshire Department of Environmental Services
(NHDES - formerly known as the New Hampshire Water Supply and Pollution Control Commission). This
discovery triggered the removal of the Keyes Well from service and prompted a series of investigation and
remediation activities to determine and address the contaminant sources. The Fletcher’s Paint properties and
nearby gasoline stations were determined to be the most likely sources of the contamination at the Keyes Well
during the Preliminary Site Investigations conducted at the Fletcher’s Paint Superfund Site and other nearby
properties throughout the mid 1980’s.

From May to October 1988, USEPA conducted removal activities at both the EIm Street and Mill Street Areas.
At the EIm Street Area, the main activities performed by USEPA were the staging, sampling, analysis, and
disposal of 863 drums of hazardous substances and the covering of contaminated soils in the parking lot with
geotextile fabric and fill. The Mill Street Area soils were also temporarily covered with geotextile fabric and
fill. As a result of the contamination found at the Fletcher’s Paint Superfund Site and the impact to the Keyes
Well, the Fletcher’s Paint Superfund Site was proposed for inclusion on the NPL on June 24, 1988 and finalized
on March 31, 1989.

Additional removal actions occurred at the Fletcher’s Paint Superfund Site from 1991 to 1997 and included the
installation of a fence at the EIm Street Area in 1991, the demolition of the Mill Street shed in 1993, and the
cleanup of polychlorinated biphenyl (PCB) contaminated soils from residential properties near the Mill Street
Area in 1995. In December 2000, USEPA demolished and disposed of the unoccupied, former Fletcher’s Paint
Works EIm Street building as part of the cleanup remedy for OUL.

Spills, leaks, manufacturing operations, and dust suppression activities led to the current contamination of the
soils at the Mill Street and EIm Street Areas of the Fletcher’s Paint Superfund Site. PCBs, the primary
contaminant at the Fletcher’s Paint Superfund Site, were brought to the Fletcher’s Paint Superfund Site from
approximately 1948 until 1967 from the General Electric facilities in Hudson Falls and Fort Edward, New York
in a material called scrap pyranol. This scrap pyranol was a waste liquid, which could contain PCBs,
trichloroethylene, and trichlorobenzene, as well as small amounts of other waste compounds. A small amount
of waste PCB material also came from the Sprague Electric Company and Aerovox Company.

In April of 1996, a Remedial Investigation/Feasibility Study (RI/FS) was completed for OU1. This study and
other supplemental studies have revealed that soils, sediments, surface water, and groundwater are contaminated
with VOCs, semi-volatile organic compounds (SVOCs), metals, PCBs, and pesticides as a result of activities
that occurred at the Fletcher’s Paint properties. In addition, the RI studies showed that surface water and
sediment in the Souhegan River was contaminated and certain fish and biota within the river were potentially
impacted as a result of the contamination. PCB, VOC, SVOC, and heavy metal contamination from the EIm
Street and Mill Street Areas has migrated to the river via former Fletcher’s Paint manufacturing activities,
improper storage of drums, and runoff from the EIm Street Area, as well as surface water runoff from Mill
Street through the drainage ditch/culvert system (Figure 1-1). Additional details regarding the characterization
of the contamination at the Fletcher’s Paint Superfund Site can be found in the 1994 RI (ADL, 1994a), 1998
ROD (USEPA, 1998), 2009 ROD Amendment (USEPA, 2009a), 2009 Pre-Design Investigation Report (BBL,
2009), and the Administrative Record.

USEPA separated the Keyes Field and Souhegan River (now OU2) from the OU1 activities to allow OUL1 to
proceed while allowing additional investigations to continue in OU2. The separation of operable units was
warranted after the 1994 RI revealed that additional studies were necessary to characterize the extent of PCB
contamination within the Souhegan River and after significant petroleum product from a nearby gasoline station
migrated into the Keyes Field groundwater. As a result, additional studies of the Souhegan River were
conducted in 2004, 2006, and 2007 to determine the extent of PCB contamination in the sediment and biota
within the Souhegan River adjacent to the EIm Street Area extending downstream to the Goldman Dam. In
addition, groundwater monitoring was conducted by USEPA in 2007 and 2009 to assess the groundwater quality
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in the Keyes Field area following a State mandated cleanup of the source of the nearby petroleum
contamination. These latest investigations are the subject of this Rl and related risk assessments for OU2.

13 Report Objectives

The overall objective of this abbreviated Rl Report for OU2 is to present a summary of the various
investigations conducted at the Fletcher’s Paint Superfund Site as part of OU2 within the Keyes Field
groundwater and Souhegan River, and to document the nature and extent of contamination within the OU2 study
area.

For Keyes Field, historic groundwater data are summarized and a baseline Human Health Risk Assessment
(HHRA) is presented in this report for human health exposures related to Keyes Field groundwater. This OU2
RI Report also summarizes the risk assessment conducted on the Souhegan River for human and ecological
receptors (Battelle, 2011).

1.4 Report Organization
This document is organized in the following sections:

Section 1.0 — Introduction. This section presents the location of OU1 and OU2 features and study objectives for
OuUl.

Section 2.0 -Site Characteristics. This section provides a summary of the ecological setting, local hydrology,
and describes the natural and cultural resources located in the vicinity of the Fletcher’s Paint Superfund Site.

Section 3.0 — Summary of Keyes Field Groundwater Investigations. This section presents a summary of
groundwater investigations conducted at and upgradient of Keyes Field and data collection efforts associated
with the Souhegan River.

Section 4.0 — Keyes Field Groundwater Baseline Human Health Risk Assessment. This section presents the
baseline HHRA for Keyes Field groundwater.

Section 5.0 — Summary of Souhegan River Investigations. This section presents a summary of data collection
efforts associated with the Souhegan River.

Section 6.0 — Summary of Souhegan River Risk Assessments. This section provides a summary of the
supplemental BHHERA (Battelle, 2011).

Section 7.0 — Summary and Conclusions. This section provides a summary of investigations, risk assessments,
and presents the conclusions of the abbreviated RI.

Section 8.0 — References. This section presents a bibliography of references.
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2.0 SITE CHARACTERISTICS

This section presents a summary of the ecological setting, local hydrology, and describes the natural and cultural
resources based on the OU1 RI Report (ADL, 1994a) and BHHERA (Battelle, 2010). Additional details can be
found in the referenced documents.

2.1 Ecological Setting

Upstream of the EIm Street Area, beyond Keyes Field, the Souhegan River corridor is mostly wooded and
includes some high quality riverine and riparian habitat. The river varies from approximately 60 to 100 feet
wide with a maximum depth of eight (8) feet. The substrate consists of mainly clean, course sands and gravel,
with some organic sediment. The gradual grade of the river in this area results in a relatively slow flow rate.
Sparse emergent and submergent vegetation is located in areas where the river bends or where log jams and
sandbars create quiet pockets of water. The habitat in this portion of the river is considered moderate-to-high
quality for wildlife (ADL, 1997). Trees and shrubs overhanging the river stabilize the bank and provide shade,
cover, and feeding habitat for a variety of wildlife. The river provides adequate habitat for many bird species
due to the diversity of habitat types, abundance of food, and lack of human disturbance. It is estimated that this
river corridor supports 72 species and 63 genera of amphibians, reptiles, fish, birds, and mammals (ADL, 1997).

The reach of the Souhegan River adjacent to the EIm Street Area has physical characteristics (including width,
flow rate, and substrate composition) that are similar to the upstream area; however, it is more developed and
therefore has lower habitat quality for wildlife. The slope of the riverbank has been altered by anthropogenic
influence in some areas, reducing the extent of shrub and herbaceous cover, and enhancing soil erosion into the
river. A deeper section of the river, known as the swimming hole/rope swing area, is located directly across the
river from the EIm Street Area and accessed from the river bank near the Boys and Girls Club property. The
swimming hole, rope swing, and nearby sand bar is used by local youth for recreational activities. A large
sandbar in the middle of the river deflects water flow toward the northern bank, resulting in relatively calm
water and abundant aquatic vegetation in the backwater habitat, adjacent to the EIm Street Area. This area is
also characterized by coarse and fine grain sediment accumulation and shallow water depths. The narrow width
of the vegetated corridor and the higher degree of anthropogenic influence diminishes the overall habitat value
of this area (ADL, 1997).

The Goldman and McLane Dams are located on the Souhegan River approximately 2,500 and 5,000 feet
downstream of the EIm Street Area, respectively (Figure 1-1). The Goldman Dam was originally constructed in
1810, and the McLane Dam in 1846. Prior to the introduction of electric motors, the McLane Dam was utilized
in the manufacture of furniture at the McLane Mill and the Goldman Dam played a key role with the Milford
Cotton and Woolen Mill. The dams have known structural deficiencies, associated safety and liability issues,
and are not currently utilized for any defined purpose nor will they be for the foreseeable future (Town of
Milford, 2010). The dams are under consideration for removal by the NHDES and the United States Fish and
Wildlife Service (USFWS) to alleviate flooding, improve water quality within the impoundments, and eliminate
barriers for movement of migratory and resident fish. The Merrimack Village Dam, located 18 kilometers
downstream, was removed in late summer 2008 by the National Oceanic and Atmospheric Administration’s
(NOAA) Open River’s Initiative. Its removal supports efforts to provide access for migratory fish along the
entire Souhegan River. A State fish hatchery is located upstream of the EIm Street Area on the Souhegan River
and annually releases stocks of Atlantic salmon fingerlings and smolts. These fish pass the EIm Street Area en
route to the Merrimack River and, ultimately, the Atlantic Ocean.

Studies are ongoing to assess the feasibility of the removal of the Goldman and McLane Dams including
sediment sampling between the Goldman and McLane Dams. The objectives of this sampling effort are to
obtain sediment samples for analysis of chemical and physical parameters. The sediment samples will be
submitted for laboratory analysis to identify potential contaminants of concern. Results will be used to evaluate
risks to environmental resources and human health as part of the dam removal feasibility study. Secondary
objectives are to determine physical properties of the sediment for use in the sediment transport analysis (Gomez
and Sullivan, 2011).
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2.2 Local Hydrology

Portions of both the Keyes Field and the EIm Street Areas are located within the 100-year flood plain of the
Souhegan River (Figures 2-1a and 2-1b). The flow gradient of the river is relatively low due to minor
topographical changes, with mean river elevations ranging from 230 feet to 240 feet above mean sea level. The
river receives groundwater and surface water runoff from the EIm Street Area from direct overland flow and
through a catch basin located along Keyes Drive, which discharges through an outfall into the river (ARCADIS,
2007). A storm water drainage ditch and culvert system is present under the east side of the EIm Street Area
which drains runoff from the Mill Street pond area and beyond into the Souhegan River.

During the operational period of the former Fletcher’s Paint Works, in addition to the storm water drainage
culvert mentioned above, several outfalls carried runoff from an underground storage tank (UST) and building
roof drains to the Souhegan River. Due to flooding during heavy precipitation events (likely caused by
blockages in the portions of the culvert system near the EIm Street Area), the Town of Milford installed
additional storm drain piping to direct overflow to a nearby alternate discharge location (ARCADIS, 2007).

The Fletcher’s Paint Superfund Site is situated along the southeastern extent of the Milford-Souhegan Aquifer
system. This glacial aquifer is approximately three miles long, extends from the town of East Wilton to Milford
Town Center and has an approximate width of one-half mile. As stated in the OU1 RI Report (ADL, 1994a),
the saturated thickness of this aquifer is approximately 60 feet and its transmissivity ranges between 4,000 and
more than 8,000 square feet per day. The Milford-Souhegan Aquifer discharges to the Souhegan River in the
Fletcher’s Paint Superfund Site vicinity and receives recharge from precipitation (ARCADIS, 2008b). The base
of the Milford-Souhegan Aquifer is locally defined by a discontinuous veneer of clayey silt with gravel (lower
glacial till) that ranges in thickness from zero to four (4) feet. At locations where the lower glacial till is
discontinuous, such as the eastern half of the EIm Street Area, direct hydraulic communication exists between
the bedrock and overburden aquifers (USEPA, 1998).

Groundwater at the Fletcher’s Paint Superfund Site is present in both the unconfined overburden aquifer and in
bedrock. The OU1 RI Report (ADL, 1994a) presented a significant amount of information describing the local
hydrogeology, a summary of which is provided below.

Depth to groundwater across the Fletcher’s Paint Superfund Site varies from approximately four (4) feet below
grade at the Mill Street Area, 20 feet at the EIm Street Area, and 12 feet at Keyes Field. The saturated thickness
also varies from approximately 10 feet beneath the Mill Street Area, 20 feet beneath the EIm Street Area to 55
feet beneath Keyes Field.

Overburden groundwater flow at the Mill Street Area generally has a northward component. The horizontal
component of the hydraulic gradient between the Mill Street Area and the EIm Street Area is northward
(approximately 0.01 feet per foot), and the available data indicate that the Souhegan River is the regional
groundwater discharge location (ARCADIS, 2008b). The gradient is divergent at the Mill Street Area. The
gradient in the western portion of the Mill Street Area is generally west to northwestward, toward the drainage
ditch/culvert system that traverses in a northerly direction from the Mill Street Pond to the Souhegan River. The
gradient in the eastern portion of the Mill Street Area is generally toward the north or northeast. Under current,
non-pumping conditions of the Keyes Well, Keyes Field is located hydraulically upgradient of OU1 and
downgradient of the Xtramart gasoline station located on EIm Street (USGS, 1996).

The vertical flow component between the overburden and bedrock varies with distance southward from the
Souhegan River. Near the Souhegan River at the EIm Street Area, groundwater flows upward from the bedrock
to the overburden, consistent with groundwater discharge at the Souhegan River. Near the Mill Street Area,
groundwater flows downward from the overburden to the bedrock, consistent with groundwater recharge
(ARCADIS, 2008b).

In-situ hydraulic conductivity data (based on rising head “slug” tests) were obtained for both overburden and
bedrock units at the Fletcher’s Paint Superfund Site during the OU RI. The glacial outwash sand unit exhibited
hydraulic conductivity values ranging between 2.9 x 10 centimeters per second (cm/sec) and 9.2 x 10 cm/sec.
Rising head test results from the upper till unit and, in some cases, the lower till unit ranges between 3.4 x
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10™*cm/sec and 2.3 x 10 cm/sec. However, no monitoring wells related the Fletcher’s Paint Superfund Site
have been installed exclusively in the thin lower till unit. Based on its density and finer-grained composition,
the lower till is expected to be less permeable than the upper till. Lastly, the hydraulic conductivity for the
bedrock unit, measured at two locations during the OU1 RI, was 1.13 x 10”° cm/sec to 2.19 x 10™* cm/sec.

During 1960 to 1984, the Keyes Well was source of municipal water for the town of Milford. The U.S.
Geological Survey (USGS), in cooperation with the USEPA, conducted a study from October 1988 to June 1990
of the Milford-Souhegan aquifer to determine the regional groundwater flow system and provide estimates of
the contributing recharge areas to the Keyes Well (USGS, 1996). Figure 2-2 presents the watertable surface and
groundwater flow direction when the Keyes Well is not operating (non-pumping conditions) and after 720
minutes of pumping at the Keyes Well (pumping conditions) (USGS, 1996). The watertable surface at the
Keyes Well and surrounding area, before pumping, reflects the influence of the river as the major sink in the
groundwater flow system (inset A on Figure 2-2). The direction of groundwater flow for the lower part of the
aquifer [corresponding to the screened zone of the Keyes Well (approximately 50-60 feet below ground
surface)] at the Keyes Well after 720 minutes of pumping is shown in inset B on Figure 2-2. The groundwater
flow direction was altered by pumping so that head gradients were increased to the southwest and reversed to
the southeast of Keyes Well. A head gradient is induced across the Souhegan River from the Keyes Well, in the
lower part of the aquifer, by pumping at the Keyes Well (USGS, 1996).

2.3 Natural and Cultural Resources

The EIm Street Area is bounded to the south by EIm Street, to the north by the Souhegan River, to the west by
Keyes Field, and to the east by a cemetery (Figure 1-1). Keyes Field is approximately 19 acres in size and is
located on EIm Street, abutting the Souhegan River. Keyes Field has one access road, Keyes Drive, which is
located just west of the EIm Street Area. Facilities include a swimming pool, wading pool, a children’s
playground and swings, a baseball diamond, two softball diamonds, a soccer field, a skate park, open space for
walks and play, a picnic area with grills, a pavilion with tables, a basketball court, and a street hockey court
(Town of Milford website, 2007). A footbridge is located adjacent to the tennis courts and provides access from
Keyes Field to the opposite side of the river, where the local Boys and Girls Club is situated.

The Souhegan River runs adjacent to the EIm Street Area and Keyes Field, and is a pathway that connects
communities, provides year round recreation to swim, fish, paddle, walk along, and enjoy scenic views. The
Souhegan River is seen as a community asset in all of the towns, including Milford, through which it flows. The
Souhegan Watershed Association has been actively involved in water quality monitoring, education, and
outreach and recreation events. The Souhegan River is covered by the NHDES Rivers Management and
Protection Act and the NHDES Comprehensive Shoreland Protection Act. There is no doubt that the Souhegan
River is viewed as both a significant community and State asset that deserves a high priority for protection by
both the local communities and NHDES (Nashua Regional Planning Commission, 2006)

A site visit conducted on May 19, 1994 noted people utilizing the sandbar in the river for sunbathing and
determined that the river was easily accessed from both Keyes Field and the cemetery (NH Office of Health
Management, 1997). In 1997, a rope swing was installed across the river from the Fletcher’s Paint Building and
a visible path in the riverbed suggests a frequently used connection between Keyes Field, the sandbar, and the
swing (Figure 1-1).

The Souhegan River is considered “priority” Atlantic salmon nursery habitat. Some wild populations of
Atlantic salmon in New England are listed as federally endangered. However, stocked populations, such as the
local Merrimack population and fish in the Souhegan River, are not. Several northeast rivers are stocked
annually by the State of New Hampshire from two fish hatcheries that are located along the river, Souhegan
Valley Aquaculture and the Milford State Fish Hatchery. The stocked salmon use the Souhegan River primarily
as a nursery for fry, parr, and smolt as well as spawning habitat for grilse. The young salmon feed on aquatic
invertebrates in the water column and associated with the benthos, and, after spending up to two years in the
freshwater habitat of the Souhegan and Merrimack rivers, they migrate to the Atlantic Ocean where they mature.

A key concern of the ecological risk assessment is that these fish, in their earliest and most sensitive life stages,
could be exposed to PCB-contaminated sediments and prey during their journey to the ocean. Salmon fry are
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not stocked in the immediate vicinity of the EIm Street Area; however, approximately 4,000 fry may be released
annually below the McLane Dam in Milford just downstream from the Goldman Dam, approximately 0.7 stream
miles from the EIm Street Area. Up to another 90,000 fry may be stocked annually upstream from the EIm
Street Area, with the closest upstream stocking point being near Riverway East, approximately 1.25 stream
miles from the EIm Street Area. These fish will pass through the portion of the Souhegan River affected by
Fletcher’s Paint Superfund Site activities during their seaward. Another fish species that is stocked closer to the
Elm Street Area is Atlantic shad (Alosasapidissima), and up to 400 adult shad have been stocked just upstream
from the EIm Street Area along the river where the baseball field is located.

The Souhegan River near the EIm Street Area is not now accessible to wild runs of anadromous fish species
returning to the river to spawn because of two nearby dams (Goldman and McLane) downstream from the EIm
Street Area that prevent the fish from traveling upstream. Although migratory fish may be exposed to PCB-
laden sediments when they out-migrate through the site-affected area, they should not be exposed to the same
conditions upon return migration to the Souhegan due to a lack of fish passage at the McLane Dam. Currently,
there is no data to support that there is PCB contamination below the McLane Dam, but this should be
considered an uncertainty and data gap. However, as discussed in Section 2.1, both the Goldman Dam and
McLane Dam are being considered for removal by NHDES and USFWS. Removal of the dams could cause
potential future exposures of contaminants to adult salmon returning to this reach of the river to spawn. A
Feasibility Study is being conducted to assess the feasibility of the removal of the two dams and should be
available in late 2011.

Currently, the State of New Hampshire has freshwater fishing advisories for mercury in several streams, brooks,
rivers, ponds, and lakes. No advisory exists for fish consumption (other than for mercury) in the vicinity of the
Fletcher’s Paint Superfund Site. However, in 1997, a Health Consultation was prepared by the New Hampshire
Office of Health Management under a cooperative agreement with the Agency for Toxic Substances and
Disease Registry (ATSDR) (New Hampshire Office of Health Management, 1997). The purpose of the Health
Consultation was to evaluate the contaminant levels in fish caught in the Souhegan River near the EIm Street
Area and to provide recommendations on how to minimize human health risks. Twenty fish were sampled in
1995 for various compounds, including pesticides and PCBs. All fish contained levels of the pesticide
dichlorodiphenyldichloroethylene (DDE) and PCBs (represented by Aroclors). The consultation made several
recommendations, including reducing exposure to contaminants in the river near the EIm Street Area by limiting
the consumption of fish caught in the area and by avoiding contact with soil and sediment in the area (NH Office
of Health Management, 1997). Signs posted on the fence near the riverbank and the upstream and downstream
property boundaries of the EIm Street Area indicate that hazardous materials are present. However, there is no
ban against fishing or swimming, and it is likely that recreational activities continue to occur due to the
accessibility of the river and proximity to many town and private recreational areas.
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3.0 SUMMARY OF INVESTIGATIONS

Numerous environmental investigations have been conducted at the Fletcher’s Paint Superfund Site and the
surrounding areas over the past 25 years. The following sections present a summary of the previous
investigations and significant results for the groundwater at and upgradient of Keyes Field, and data collection
efforts associated with the Souhegan River.

3.1 Summary of Keyes Field Groundwater Investigations

Groundwater investigations in the vicinity of Keyes Field were initiated as a result of the 1984 closure of the
Keyes Well. The Keyes Well, located approximately 800 feet northwest of the EIm Street Area, operated from
1972 to 1984.

The approximate locations of on-site and upgradient monitoring wells associated with Keyes Field are shown on
Figure 3-1. On-site wells characterize groundwater currently associated with Keyes Field (including the former
Keyes Well) and upgradient wells characterize groundwater that may be associated with Keyes Field in the
future should its production be resumed to meet the potential future water needs at Keyes Field or of the
surrounding community.

The on-site well group is limited to monitoring wells within the Keyes Field property and those wells just across
the river (KWO01D, KWO01S, OW2, OW2P, Keyes Well, MW-05A, MW-05BR, MW-06A, and MW-06B). MW-
06C, a bedrock monitoring well co-located with MW-06A and MW-06B, is not included in the on-site well
group because it is not representative of the overburden aquifer connected with the Keyes Well Field. The
monitoring wells just across the river were included because the USGS pump tests determined that during
pumping conditions, groundwater is drawn from this area toward the well (USGS, 1996). The upgradient
monitoring well locations included those nearby monitoring wells which are just off the Keyes Field property
and hydraulically upgradient, but which under future potential pumping conditions (of the Keyes Well or any
newly installed well), would represent areas groundwater will likely migrate from and into the Keyes Field. As
indicated in Section 2.2, under pumping conditions, it is possible that contaminated groundwater associated with
OU1 would be drawn beneath Keyes Field (USGS, 1996).

Monitoring well MW-25B, which was used as a background well for OU1, is located approximately 400 feet
south of the Mill Street Area (Figure 3-1) and is also used to represent background conditions for OU2.

Available well completion details and current condition of the on-site and upgradient wells are presented in
Table 3-1. These wells were installed during multiple investigations conducted over a few decades.

Groundwater investigations and significant results pertaining to Keyes Field are summarized in the following
sections.

3.1.1 OULl Investigations

Groundwater investigations were conducted as part of the OU1 RI during Phases 1A and IB and are presented in
detail in the OU1 RI (ADL, 1994a). The primary focus of the OU1 groundwater investigations was to determine
the nature and extent of contamination resulting from historic activities conducted at the EIm Street and Mill
Street Areas associated with the storage of scrap pyranol, which could contain PCBs, trichloroethylene, and
trichlorobenzene, as well as small amounts of other waste compounds.

The OU1 RI identified impacts to groundwater from constituents detected in soil at the EIm and Mill Street
Areas. Based on the results of the RI, the ROD (USEPA, 1998), Amended ROD (USEPA, 2009a), and second
Explanation of Significant Differences (ESD) (USEPA, 2010e),Interim Cleanup Levels (ICLs)were established
for certain constituents in OU1 groundwater. The constituents and ICLs applicable to OU1 groundwater
include: benzene (5.0ug/L); 1,2-dichloroethane (5.0 pg/L); trichloroethene (5.0 pg/L); ethylbenzene (700
pg/L); toluene (1,000 pg/L); 1,2,4-trichlorobenzene (70 pg/L); total PCBs (0.5 pg/L); arsenic (10 pg/L);and
manganese (300ug/L).
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In addition, groundwater investigations in Keyes Field were conducted as part of the OU1 RI to determine the
nature and extent of contamination that may have migrated beneath Keyes Field under pumping conditions prior
to the Keyes Well being shut down. Groundwater samples were collected from the on-site wells at Keyes Field
and 15 small diameter wells installed as part of a field screening program to assess the source of contamination
detected in the Keyes Well. Analytical parameters included VOCs, SVOCs, PCBs, pesticides, and inorganics.
Significant results are summarized below.

Elevated concentrations of VOCs (primarily benzene, toluene, ethylbenzene, and xylene [BTEX]) were detected
in several of the Keyes Field wells. Benzene was detected at concentrations of 1,200, 280, and 33 pg/L in wells
KWO01S, OW2P, and KWO01D, respectively. Several VOCs were also detected in the small diameter wells
installed as part of the field screening program. The highest concentrations of VOCs were detected along the
southern edge of Keyes Field on the northern side of EIm Street across from the Xtramart gasoline station. The
highest observed benzene concentrations were found at the water table and the maximum benzene concentration
was 19,900 ug/L.

The OU1 RI concluded that the VOC contamination observed in groundwater beneath Keyes Field was assumed
to have been transported from an off-site location and not associated with historic releases from the Mill Street
or EIm Street Areas. At that time, the VOC contamination observed in groundwater appeared to have originated
from a source near the intersection of EIm and West Streets and migrated through the groundwater in a
northeasterly direction across Keyes Field toward the Souhegan River.

Further investigations within Keyes Field were discontinued under OU1 and the source of the petroleum
(primarily BTEX) contamination beneath and upgradient of Keyes Field was addressed under NHDES
regulations. In addition, there are documented historic releases from the Mobil and former Gulf gasoline
stations located on EIm Street. These releases are also being addressed under NHDES regulations.

3.1.2 Xtramart Investigations

The Xtramart located at 78 EIm Street (Figure 1-1) has operated as a gasoline station since 1956 when the
property was owned by the Atlantic Richfield Company. The Xtramart property is currently operated as an
Xtramart convenience store and retail gasoline station (CEA, 2010b).

The property has been addressed under NHDES regulations (Site No. 199404027) since 1994. Numerous
subsurface investigations, groundwater monitoring events, and field observations have been completed to
determine the extent of contamination in soil and groundwater.

In January 1994, the NHDES received information from the USEPA stating that a groundwater sample obtained
from a potable drinking water well downgradient of the Xtramart contained constituents of petroleum
hydrocarbons. Between 1996 and 1998, monitoring wells XM MW-I through XM MW-11 were installed as part
of a subsurface investigation. These and subsequent monitoring wells installed during the Xtramart
investigations are illustrated on Figure 3-4, but without the “XM” prefix, as that designation was not part of the
original well identifier. Subsequent analyses were conducted on groundwater samples and petroleum
hydrocarbons were detected at concentrations above the Ambient Groundwater Quality Standards (AGQS).
Approximately one foot of light non-aqueous phase liquid (LNAPL) was measured in one of the monitoring
wells with lesser amounts measured in two other monitoring wells.

A Revised Remedial Action Plan (RAP) Addendum was submitted to the NHDES in 1998 to address LNAPL.
As part of the RAP Addendum, one recovery well (RW-1) was installed to conduct a pumping test. Based upon
the pumping test, LNAPL volume did not increase as the groundwater table decreased. Therefore, periodic
bailing was proposed and approved by the NHDES.

On September 17, 1999, Groundwater Management Permit (GMP) No. 199404027-M-001 was issued for the
property. Monitoring well XM MW-12 was installed on July 31, 2001 and LNAPL was observed in early July
2002.
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On November 1, 2001, a Revised RAP Addendum was completed for a more aggressive approach to address
LNAPL. In-situ bioremediation was recommended, but not approved by the NHDES. NHDES suggested
evaluating dual-phase product recovery.

On February 13, 2002, the NHDES revised the GMP and required tri-annual groundwater sampling of 10
monitoring wells. The GMP also required LNAPL gauging and recovery from multiple monitoring wells until
product recovery pilot testing was completed.

On June 11, 2002, a Work Scope/Cost Estimate - LNAPL Pilot Study was submitted. On July 19, 2002, one
recovery well and one soil vapor extraction (SVE) well were installed for the pilot test. However, due to the
decrease in the LNAPL thickness, the dual-phase pilot test was postponed.

As part of the 2002 Annual Summary Report, the installation of up to two additional monitoring wells to
delineate the contamination plume was proposed. On June 18, 2003, monitoring well XM MW-13 was installed
downgradient of the Xtramart at Keyes Field to complete a Groundwater Management Zone (GMZ) delineation
for the Xtramart release.

On March 7, 2005, a Remediation System Evaluation was completed that proposed the installation of a SVE
well and an air sparge (AS) well and completion of a pilot test at the Xtramart property. The SVE/AS pilot test
was conducted in 2006 and based on the outcome the SVE/AS system was installed. On May 10, 2007,
operation of the remedial system was initiated.

The remedial system was operated on the Xtramart property nearly full time from May 10, 2007 until June 16,
2009 when at the request of the NHDES the treatment system was cycled off and on at one (1) month intervals
until August 2009. In August 2009, at the request of the NHDES, the treatment system was put on a new
operating schedule of three (3) months off and one (1) month on. This schedule continued until the summer of
2010 when the remedial system was expanded (CEA, 2010b).

In September 2010, the remedial system was extended to cover the northern side of EIm Street. A total of four
(4) new 2-inch SVE wells (SVE-8 through SVE-11), two (2) new 1-inch AS wells (AS-8 and AS-9), and one (1)
new 2-inch monitoring well (XM MW-14) were installed in the town right-of-way in front of 83 and 77 EIm
Street. The site plan of the Xtramart property is presented in Figure 3-2. On September 20, 2010, the expanded
system was activated.

On March 18, 2010, the NHDES issued Groundwater Management Permit (GMP) No. 199404027-M-003. The
GMP for the Xtramart site requires that several monitoring wells be gauged and sampled in April and October
each year (CEA, 2010b). Figure 3-3a presents the GMZ associated with the Xtramart site (CEA, 2010a). Figure
3-3b presents the GMZs near the Keyes Well associated with other nearby sites (ARCADIS, 2008a).

On October 19, 2010, LNAPL was measured in soil vapor extraction points SVE-8, SVE-10and SVE-11 and
monitoring wells XM MW-6 and XM MW-14 at thicknesses ranging from 0.07 feet in soil vapor extraction
point SVE-10 to 1.26 feet in soil vapor extraction point SVE-8. CEA completed manual LNAPL recovery with
a bailer and scheduled two (2) enhanced fluid recovery (EFR) events to recover the LNAPL from the soil vapor
extraction points and monitoring wells. The first EFR event was completed on November 5, 2010 and 113
gallons of gasoline and groundwater were recovered. Groundwater monitoring of the Xtramart well network
was routinely conducted starting in 1996. Water table contours for the October 2010 monitoring event are
presented in Figure 3-4. Groundwater flows north from the Xtramart property to Keyes Field and then northeast
across Keyes Field toward the Souhegan River.

Available analytical results since 2007 for the Xtramart wells that are included in the upgradient data set
associated with Keyes Field are presented in Appendix B. Figure 3-5 presents the total BTEX concentration
contours and identifies the estimated extent of LNAPL based on the October 2010 monitoring event. Analytical
results from XM MW-10, which is centrally located on the southern edge of Keyes Field and upgradient of the
Keyes Well, indicate that VOCs [benzene, and methyl tert-butyl ether (MTBE)] concentrations have declined
significantly since 1996 (CEA, 2009). The historic maximum observed concentrations of benzene and MTBE in
XM MW-10 were 940.5 pg/L and 580 pg/L, respectively. Benzene had not been detected in XM MW-10 since
April 2008 until October 2010 (3.3 pg/L) and MTBE has not been detected since November 2003.
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3.1.3 Supplemental Groundwater Monitoring at Keyes Field

Subsequent to the completion of the OU1 RI in 1994, supplemental groundwater monitoring has been conducted
at Keyes Field by the GE and USEPA.

A major component of the selected remedy for the OU1 groundwater required that a Groundwater Management
Zone (GM2Z) be established under the New Hampshire Comprehensive Groundwater Policy (USEPA, 2010e).
The GMZ sets boundaries within which groundwater will be monitored over time to ensure that the contaminant
concentrations are decreasing; to ensure that the remaining contamination has not migrated beyond the
established boundaries or impacted the Souhegan River; and that the remedial action cleanup is working and
remaining effective over time. The OU1 GMZ is presented in Figure 3-6.

In accordance with the 2001 USEPA Unilateral Administrative Order, as amended in 2010, quarterly
groundwater monitoring has been conducted since 2007 by GE at more than 40 monitoring wells including the
following wells associated with Keyes Field (ARCADIS, 2011).

e On-Site Wells: MW-05A, MW-05BR, MW-06A, MW-06B
e Upgradient Wells: MW-18B

Quarterly groundwater monitoring activities are documented in Water Monitoring Reports submitted
approximately 90 days following the completion of each quarterly monitoring event. Figure 3-7 presents the
water table contours based on the January 2011 quarterly monitoring event. Consistent with prior USGS studies
(USGS, 1996), groundwater from the Mill Street and EIm Street Areas discharges to the Souhegan River prior to
reaching the Keyes Well under current non-pumping conditions of the Keyes Well. The concentration of each
ICL constituent detected at each monitoring well during the January 2011 sampling event is presented on Figure
3-8 (ARCADIS, 2011), with the exception of arsenic, which was not analyzed during that sampling event.

Since sampling began in 2007, VOCs have not been detected in the Keyes Field on-site wells monitored by GE.
Available analytical results for the Keyes Field on-site well data set are presented in Appendix B. In addition,
USEPA conducted supplemental groundwater monitoring events of Keyes Field wells in 2007 and 20009.
Analytical results from these sampling events are presented in Appendix B. In April 2007, the following wells
were sampled:

e On-Site Wells: OW2, OW2P, KW01D, KWO01S, Keyes Well, MW-05A, MW-06A, MW-06B
e Upgradient Wells: KW03D

Significant results from this sampling event included the detection of MTBE at a concentration of 49 pg/L in
KWO01D (50 pg/L in the duplicate sample). Benzene was not detected in any of the on-site wells.

The October 2009 groundwater monitoring event conducted by USEPA included sampling of the on-site well
Keyes Well and upgradient well KW03D. VOCs associated with Fletcher’s Paint Superfund Site activities were
not detected in either of these wells. Well KW01D, which had MTBE detected at 49 pg/L in 2007, was not
sampled due to obstructions in the well.
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4.0 KEYES FIELD GROUNDWATER BASELINE HUMAN HEALTH RISK ASSESSMENT

This section presents the approach for and results of a Baseline HHRA performed for the groundwater at Keyes
Field for OU2 of the Fletcher’s Paint Works and Storage Facility. The HHRA was prepared in accordance with
the Risk Assessment Guidance for Superfund (RAGS) Volume I, including:

e Part A — Human Health Evaluation Manual (USEPA, 1989);

e Part B — Development of Risk-Based Preliminary Remediation Goals (USEPA, 1991a);

e Part D — Standardized Planning, Reporting and Review of Superfund Risk Assessments (USEPA, 2001);
e Part E — Supplemental Guidance for Dermal Risk Assessment (USEPA, 2004); and

e Part F — Supplemental Guidance for Inhalation Risk Assessment (USEPA, 2009b).

In addition, the HHRA applied risk assessment protocols, exposure parameters, and toxicity factors that were
selected to be consistent with recent USEPA Regional guidance and preferences. The HHRA was structured to
reflect the consensus instruction of the USACE and USEPA site managers and the application of good
professional judgment.

The focus of this HHRA was to assess the potential for risk due to exposure of people to the groundwater
currently associated with the Keyes Field (including the former Keyes Well) and to groundwater that may be
associated with the Keyes Field in the future should the Keyes Well production be resumed to meet the potential
future water needs of the surrounding community. Accordingly, a quantitative risk assessment was performed
relative to the current groundwater quality and potential uses, and a conservative screening level risk assessment
was performed relative to potential future groundwater uses.

4.1 Overview of Risk Assessment Process

The quantitative portion of the HHRA relative to the current groundwater quality and potential uses was
conducted using a four-step process: data evaluation, exposure assessment, toxicity assessment, and risk
characterization. These steps are performed with consideration to the conceptual site model (CSM) developed to
describe the potential current and future exposure pathways relative to groundwater at the Site. The CSM reflects
the current and projected future continued use of Keyes Field as a municipal park and focuses on the potential
exposures of the Park Workers and users. In addition, the CSM reflects the possibility that the local groundwater
could one day again be extracted and used to supply a public water system and become the source of drinking
water and water for domestic uses at private homes.

The steps and the process involved with each step are discussed below.

1. Data Evaluation. The data identifying the chemicals most recently detected in groundwater were
compiled, evaluated, and summarized. The data characterizing the groundwater associated with the on-
site wells was evaluated separately from the data characterizing the groundwater associated with the wells
upgradient of Keyes Field. The on-site groundwater data were then screened to identify a subset of the
detected constituents as being potentially significant contributors to risk (i.e., the COPCs) to be further
considered in the quantitative risk assessment. The maximum detected concentration of each constituent
detected in the groundwater from the upgradient wells was used in the conservative screening level risk
assessment.

2. Exposure Assessment. The ways in which people may be exposed to the identified COPCs in the on-site
groundwater were then evaluated and quantitatively described for the exposure pathways indicated in the
CSM to be complete or potentially complete now or in the future. The receptors potentially associated
with the potentially complete groundwater exposure pathways are a future Park Worker, a future Park
User, and a hypothetical future Resident using the local groundwater. The future Park Worker could be
exposed to the groundwater while performing typical park maintenance duties (such as irrigating the
sports fields, hosing down the swimming pool area, and cleaning the picnic areas) or by drinking from an
on-site groundwater-supplied water fountain. A future Park User could be exposed to the groundwater
primarily through immersion in or contact with groundwater used to fill the swimming or wading pools,
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showering after swimming, or drinking water from an on-site groundwater-supplied water fountain. A
future residential exposure scenario (not necessarily located in the park) would involve potential
exposures to the local groundwater to both adult and child residents from drinking and all domestic uses
(See Section 4.2.2 for more detail). For each pathway selected for quantitative evaluation, the
concentrations of the COPCs at the point of potential human exposure were estimated based on a
statistical analysis of the sampling results and/or inter-media transport modeling. The exposure point
concentrations (EPCs) for each COPC in the on-site groundwater and/or hypothetical future residential
indoor air (as appropriate) were conservatively estimated. The magnitude, frequency, and duration of
exposure were then estimated for each receptor and exposure pathway associated with the potential
current and future users of the on-site groundwater for a reasonable maximum exposure (RME) scenario.
These EPCs and exposure parameters were used to calculate ingestion and dermal absorption doses or
intakes and airborne exposure concentrations of the COPCs as appropriate for each receptor being
evaluated. The screening level risk assessment assumed a conservative residential drinking water
exposure scenario.

3. Toxicity Assessment. The chemical-specific health effects criteria describing the known dose/response
characteristics for the COPCs that were carried through the quantitative risk assessment for the on-site
groundwater were then applied to the dose and airborne exposure estimates. The current dose/response
criteria associated with both non-carcinogenic and carcinogenic health effects endpoints applicable to the
ingestion, dermal absorption, and inhalation exposure routes were compiled for the COPCs. The sources
of toxicological information and criteria followed the preferred USEPA hierarchy of peer reviewed
sources. Toxicity factors used in this HHRA included oral and dermal reference doses (RfDs) and
inhalation-related reference concentrations (RfCs) for the non-carcinogenic COPCs, and oral and dermal
cancer slope factors (CSFs) and inhalation-related unit risks (URs) for the carcinogenic COPCs.

4. Risk Characterization. Quantitative risk estimates were developed for each receptor and each exposure
pathway selected for quantitative evaluation by combining the projected contaminant doses or intakes for
the potentially exposed receptors with the appropriate toxicity criteria. The overall risk to each receptor
was then calculated by summing the risks for each COPC contributing to a pathway, and for all identified
pathways likely to contribute to the risk to that receptor as identified in the CSM. The risk results were
summarized to support the site management process. An evaluation of the major sources of uncertainty in
the risk assessment that may have contributed to an over- or underestimation of the true risk also was
performed.

4.1.1 Organization of Section
The HHRA presented in this section is organized as follows:

e Section 4.1 — An introduction and overview of this risk assessment (including the organization of the rest
of Section 4).

e Section 4.2 — A brief description of Keyes Field and the CSM that was developed to identify and consider
potential current and future exposures to groundwater (including an identification of the receptors and
exposure routes of interest relative to the groundwater now and in the future).

e Section 4.3 — A description of the process used to compile and evaluate the on-site and upgradient
groundwater data, screen the on-site data to identify COPCs to be quantitatively evaluated in the risk
assessment, and estimate EPCs for constituents in the on-site groundwater.

e Section 4.4 — An identification of the exposure parameters selected to represent the receptors highlighted
by the CSM as having potentially complete exposure pathways relative to the on-site groundwater now or
in the future.

e Section 4.5 — The identification of the dose/response toxicity values that were used in the risk assessment
relative to non-cancer and cancer health effect endpoints.
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e Section 4.6 — A description of the relationships used to estimate contaminant intakes, doses and exposure
conditions for each exposure route and the protocols for using these quantities to develop the cancer and
non-cancer risk estimates for each receptor of interest.

e Section 4.7 — The results of the quantitative risk assessment for the on-site groundwater for each receptor
of interest.

e Section 4.8 — The results of the screening level risk assessment for the upgradient groundwater relative to
a conservative residential water use scenario.

e Section 4.9 — A discussion of the most significant uncertainties associated with the performance and
findings of this risk assessment.

e Section 4.10 — The conclusions of the risk assessment.
4.2 Site Description and Conceptual Site Model of Groundwater Exposures

Exposure pathways were selected for quantitative consideration in the HHRA to reflect the current and potential
future groundwater uses at Keyes Field based on a review of the characteristics of Keyes Field and groundwater
data and observations made during site visits by project team personnel.

4.2.1 Description of Keyes Field

The town of Milford is located in Hillsborough County, New Hampshire, in the southwestern portion of the State.
Keyes Field is approximately 19 acres in size and is bordered by EIm Street to the south-southwest and the
Souhegan River to the north and east. The property was originally a privately-owned farm but has been publicly
owned since 1957 (first by a land Trust, then by the Milford School System, and finally by the Town of Milford).
Keyes Field includes baseball and softball diamonds, a soccer field, and other outdoor recreational courts, picnic,
and play areas. The fields are accessible year-round, but are primarily used in the warmer months for various
organized and ad hoc sports activities. The swimming and wading pool and the associated pool house are open
seven days a weeks but only during the warmest weeks of the summer. In 2010, the pool facilities were open
from June 21* to August 28™. The pool house is open and well-ventilated and is only occupied for relatively short
periods of time by Park Users and the pool staff.

On April 5, 2010, a site visit was conducted by Evan Barman of Watermark and Ron Marnicio of Tetra Tech to
obtain supplemental site-specific information needed to construct the CSM and perform the HHRA. Information
collected during the site visit was used in the selection and description of the exposure pathways discussed in the
next subsection and in the determination of the site-specific exposure parameters. Photographs taken during the
site visit are presented in Appendix A.

4.2.2  Conceptual Site Model of Potential Exposure to Groundwater

A human health exposure pathway describes a chemical's route of transport from its source to the exposed
individual. A complete exposure pathway must include all of the following elements (USEPA, 1989):

e A source and mechanism of chemical release to the environment (e.g., a spill or leak);

e An environmental transport medium (e.g., groundwater) for the released chemical and/or mechanism of
transfer of the chemical from one medium to another;

e A point of potential contact by humans with the contaminated medium (e.qg., at the tap or point of
recreational use); and

o A route of exposure (i.e., inhalation, ingestion, and/or dermal absorption).

A complete exposure pathway does not imply that exposures are actually occurring, only that the potential exists
for that pathway to result in exposures to that receptor. This subsection discusses the exposure pathways that
were evaluated for inclusion in the HHRA for the potential receptor populations identified for the Site. The
evaluation and selection process is summarized in tabular form in the CSM (Table 4-1) and is discussed further
below.
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Keyes Field is currently used as an outdoor recreational area and contains a swimming pool. However, at present,
all of the water used at the Keyes Field (i.e., water used for drinking, showering, sanitation, irrigation, and filling
the pool) is municipal water obtained from other sources. Therefore, the current Park Users and staff are not
currently exposed to the on-site groundwater at this time and there is no risk. However, it is possible in the future
that the Town of Milford could consider re-activating the existing Keyes Well (which was formerly a municipal
supply well) to obtain groundwater for use as a source of tap water for the park facilities or nearby homes. Under
this hypothetical scenario, the receptors associated with the potential future groundwater use at Keyes Field are a
future Park Worker, an adolescent future Park User, and a hypothetical Resident (an adult and/or a child). The
Park Worker could be exposed to the groundwater while performing typical park maintenance duties such as
irrigating the sports fields, hosing down the swimming pool area, and cleaning the picnic areas. In addition, this
receptor could drink from an on-site groundwater-supplied water fountain. A future Park User could be exposed
to the groundwater primarily through immersion in or contact with groundwater used to fill the swimming or
wading pools, showering after swimming, and drinking water from an on-site groundwater-supplied water
fountain. A future residential exposure scenario (that considered potential groundwater exposures to both adult
and child residents from drinking and all domestic uses at a residence not necessarily located at the park) was
evaluated relative to potential future unrestricted use to provide a baseline for purposes of comparison. This
scenario would apply if the Keyes Well were to be re-activated and the extracted groundwater used as a source
into the municipal supply system.

This hypothetical future tapwater exposure would result from ingestion, dermal absorption, or the inhalation of
volatiles released from the water. Only three (3) VOCs or SVOCs were detected in the groundwater during the
sampling period (see below) and they were detected only sporadically (with a frequency of detection between
10% and 20%). Only two (2) of these compounds (acetone and MTBE) had screening values from the Draft 2002
Vapor Intrusion Guidance (USEPA, 2002a) and their maximum detected concentrations were at least three (3)
orders of magnitude below their respective screening values. Accordingly, the potential for volatile contaminants
in groundwater to migrate upwards through the overlying soil and into the indoor air of a future on-site structure
or the existing pool house is very low. Therefore, the vapor intrusion pathway is considered to be incomplete and
was not further assessed in this HHRA.

4.3 Groundwater Data Evaluation

This subsection describes the compilation and evaluation of the databases assembled for the HHRA of the on-site
and upgradient groundwater associated with Keyes Field. These data were used to identify those COPCs that
were retained for evaluation in the HHRA and later to estimate EPCs for the identified receptors. The most recent
groundwater data from sampling performed from April 2007 through January 2010 (i.e., through October 2009
for the on-site sampling and through January 2010 for the upgradient sampling) were considered for use in the
HHRA. The process used to compile this data is described in Section 4.3.1, while Section 4.3.2 discusses the
process used to analyze the groundwater data and produce the water quality metrics needed to support the HHRA.

4.3.1 Data Review and Compilation

Analytical results from groundwater sampling events conducted during the time periods defined above were used
to create the data sets used in this risk assessment. All wells within OUZ2, with the exception of wells drilled into
the bedrock, were considered for inclusion. Bedrock wells were not included in the HHRA for OU2 as
groundwater from the bedrock would not be as feasible or attractive as the much more productive overburden
formation for a municipal water supply. Groundwater data was compiled from sampling and monitoring reports
prepared by GE, CEA, and USEPA. Different well screen depth identifiers were assigned to the components of
the well clusters by the different sampling organizations. For example, wells with an “S” and “D” suffix refer to
the shallow and deep wells of an overburden well cluster, respectively, as do wells with an “A” and “B” suffix,
respectively. Given the focus of this HHRA, separate groundwater data sets were needed relative to the wells
within OU2 (referred to as the “on-site” wells) and the wells hydraulically upgradient of the on-site wells
(referred to as the “upgradient” wells). Figure 3-1 shows the approximate locations of the on-site wells, the
upgradient wells, and the background well.
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Two observations were apparent relative to the data collected by these different organizations during this time
frame. First, not all of the wells in either the on-site or the upgradient well groupings were sampled at every
sampling event. For example:

o Some wells (e.g., KW02) had been previously vandalized and were damaged such that no data was
generated during the indicated four year timeframe;

e  Other wells (e.g., KW01D, KW01S) became damaged and unusable after the initial April 2007 sampling
event such that no additional data was generated after that date;

o  Still other wells (e.g., OW2, OW2P, KW03D) have not been damaged but were not re-sampled after the
initial April 2007 sampling event; and

e The remaining wells (e.g., MW-06A, MW-06B, XM MW-10, XM MW-11, XM MW-13) were sampled
at different frequencies and on different cycles during the specified years.

The second observation was that the laboratory analyses performed on the samples collected by these
organizations were not consistent due to there being different objectives and different sampling drivers for the
different projects. Some monitoring wells were sampled and analyzed for VOCs (noting that the lists of VOCs
reported by the laboratory often differed between sampling organizations), base/neutral/acid (BNA) extractable
compounds or SVOCs, mercury, cyanide, metals, and PCBs, while samples from other wells and/or collected at
other times were analyzed only for VOCs, manganese, and PCBs. This reality resulted in data sets with uneven
numbers of analyses for different families of analytes. A summary of the available data for each well grouping
(including the background well (MW-25B)) is presented in Table 4-2.1.

All available validated data (USEPA, 1992) from the wells listed in Table 4-2.1 for the timeframe April 2007 to
January 2010 were ultimately selected for use in the HHRA based on discussions with the USEPA and USACE.

The results for a total of seventy-one (71) original and five (5) duplicate groundwater samples were compiled.
Twenty-three (23) original and three (3) duplicate groundwater samples were collected in 2007, twenty-six (26)
original and one duplicate groundwater sample were collected in 2008, seventeen (17) original and two duplicate
groundwater samples were collected in 2009, and one additional original groundwater sample was collected in
2010. As noted above, these groundwater samples were analyzed for varying combinations of VOCs, BNAs,
SVOCs, volatile petroleum hydrocarbons (VPH), total petroleum hydrocarbons (TPH), PCBs, cyanide, mercury
and metals.

On-site, upgradient, and background groundwater data sets were then created and analyzed separately in
consideration of the separate potentials for exposure to the current and future groundwater characteristics. The
wells compiled for each well grouping were (see Table 4-2.1):

On-Site Wells: OW2, OW2P, KW01D, KWO01S, Keyes Well, MW-05A, MW-05BR, MW-06A,
MW-06B

Upgradient Wells: MW-18B, Xtramart (XM) MW-10, XM MW-11, XM MW-13, KW03D

Background Well: MW-25B (the same background well used for OU1)

The analytical results for the groundwater samples for each of these well groupings were compiled and critically
reviewed and is summarized as follows:

e The on-site groundwater data set consisted of the results for thirty-three (33) original and four duplicate
samples;

e The upgradient groundwater data set consisted of the results for thirty-one (31) original and one duplicate
samples; and

e The background groundwater data set consisted of the results for seven (7) original samples and no
duplicate samples collected at MW-25B.

A summary of these three data sets are presented in Appendix B in Tables B-1, B-2 and B-3, respectively. The
complete data sets are presented in Appendix E.
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Upon review, it was seen that there were no detections of cyanide, mercury or VPH in any sample from
either the on-site or the upgradient well data sets. As such, these analytes are not further addressed in
the subsequent data analyses of risk assessments. However, sample results for the PCBs are presented in
the on-site and upgradient data sets for informational purposes. There were seven detections of TPH at
low concentrations in the upgradient data set. These detections were not included in the data set because
the detections were at low levels near the sample detection limits which are not likely to be a significant
risk concern and there are no commonly acknowledged and accepted toxicity factors and/or screening
values for these compounds. As such, these detections are noted, but are not carried forward into the
risk assessment.

4.3.2 Data Reduction and Analysis
The compiled data set for each well grouping was pre-processed to facilitate COPC identification as follows:

o Data for chemicals that were detected in a sample at an estimated concentration (i.e., “J” qualified) were
retained as-is for the risk assessment.

o Duplicate samples were pre-processed in the following manner:

- If the original sample and the duplicate sample both had concentrations of an analyte above the
detection limit (DL), the two detected concentrations were averaged, and the average concentration
was used to represent that sample for the subsequent analyses.

- If an original/duplicate sample pair yielded one detection and one non-detect result for the analyte,
the detected concentration was used to represent that sample for the risk assessment.

- If both the original and duplicate sample were non-detect, then the lower of the two DLs for the
original/duplicate sample pair was used as the concentration representing that constituent in that
sample.

A statistical summary of the on-site data set is presented in Table 4-2.2. The following information is included in
Table 4-2.2: scenario/timeframe, medium, exposure medium, exposure point, Chemical Abstract Service (CAS)
number, chemical, minimum and maximum detected concentrations, data qualifiers, units, location of maximum
concentration, detection frequency and the range of detection limits. Note that if the reported maximum
concentration was detected in an original/duplicate sample pair, the actual maximum concentration is presented
instead of the average of the original and duplicate result.

4.3.3 ldentification of Chemicals of Potential Concern

COPCs were identified by applying appropriate exposure pathway-related screening criteria to the groundwater
sampling results for each of the detected chemicals in the on-site data set. The screening criteria that were applied
are described below.

Comparison to Risk-Based Screening Criteria — The maximum concentration of each detected chemical in
the on-site groundwater data set was compared to a risk-based chemical-specific screening value for
groundwater. A chemical whose maximum detected concentration was less than its screening value was
eliminated from the list of COPCs and not further evaluated. Screening values reflecting residential
exposure via ingestion, dermal absorption and air inhalation exposures from the USEPA Regional Screening
Level (RSL) Table (i.e., the RSLs for tapwater) (USEPA, 2010d). These screening criteria correspond to a
1x10° risk for carcinogenic effects or a non-carcinogenic Hazard Index (HI) of 0.1. One-tenth (1/10) of the
published RSL value (which is based on an HI of 1.0) was used as the screening value for the non-
carcinogenic compounds to protect against underestimation of non-cancer hazards from exposure to multiple
non-carcinogens potentially impacting the same target organ system.

Essential Nutrients— Naturally occurring elements considered to be essential for human nutrition (i.e.,
calcium, magnesium, potassium, and sodium) were eliminated from the COPC list in accordance with RAGS
Part A Guidance (USEPA, 1989).
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Background Concentrations— Comparison to background levels of a chemical in groundwater was not used
as a COPC screening criteria. However, the analytical results from monitoring well MW-25B were
identified as reflective of background because this well is located off-site and upgradient of Keyes Field and
is not indicated to have been impacted by any contamination sources associated with OU1 or OU2 or any
other upgradient release.

Potential Applicable or Relevant and Appropriate Requirement/To Be Considered (ARAR/TBC) Values — As
was the case for the background concentrations, a comparison to some preliminarily identified ARAR/TBC
concentrations was not used to screen out a COPC for this HHRA. However, these regulatory levels for
groundwater were included in Table 4-2.2 for comparison purposes and to provide some additional context.
For this HHRA, the Maximum Contaminant Levels (MCL), Action Levels, and the NHDES Part Env-
Drinking Water MCLs (NHDES, 2010) were identified as ARARs and are presented in Table 4-2.2.

The COPC screening and selection processes for the on-site groundwater are summarized in Table 4-2.2, where
the following information is presented: the groundwater concentration that was used for screening (i.e., the
maximum detected concentration from the on-site data set); the range of background concentrations (when
available); the screening toxicity value (i.e., the USEPA RSLs for tapwater); the potential ARAR/TBC value;
whether or not that chemical was selected as a COPC for the HHRA (i.e., the COPC flag); and the rationale for
the chemical’s deletion or selection as a COPC. Nineteen (19) compounds were detected in the on-site
groundwater samples and five chemicals (one VOC and four metals) were chosen as COPCs, as shown in Table
4-2.2. Further comment on the detections of MTBE and the SVOC bis(2-ethylhexyl)phthalate (BEHP) follows:

o MTBE was detected in one original sample during the April 2007 sampling event at a concentration of 49
pg/L. There were no other detections of MTBE in any other sample from any other subsequent sampling
event. MTBE has been most commonly used as an octane enhancing additive to unleaded gasoline since
the late 1980s. It is also sometimes used as a laboratory reagent to extract SVOCs for analysis. This
compound is not associated with the former operations at the Fletcher’s Paint Facility. The detections of
MTBE in the on-site groundwater are most likely the result of a known past gasoline releases from one of
the gasoline stations located upgradient across EIm Street. However, because of the carcinogenicity of
MTBE, it was conservatively retained as a COPC to ensure that the carcinogenic human health risks are
not underestimated.

o BEHP was detected in one original sample collected during the April 2007 sampling event at a
concentration of 230 pg/L. There were no other detections of this compound during the remainder of the
four year sampling timeframe. The primary industrial use of BEHP is as an additive to plastics to
increase their flexibility. As such, BEHP is a common laboratory contaminant due to the ubiquitous use
of plastics in laboratories. The single detected concentration of BEHP was determined to have been at a
concentration less than 10 times the BEHP concentration detected in the laboratory blank associated with
the sample. Accordingly, BEHP was judged to have been present in the sample as the result of accidental
laboratory contamination and was not retained as a COPC.

4.3.4 Exposure Point Concentrations

In order to quantify the magnitude of exposure that may occur to an identified receptor (and the resulting intake or
dose of the COPC), the concentration of the constituent at the point of potential contact or exposure must be
estimated. The EPC is the estimated concentration of the COPC to which a receptor would be exposed if
groundwater were to be utilized for general use water at the park or as municipal tapwater for the Town in the
future. The EPCs are used in conjunction with the receptor-specific exposure factors to calculate chronic daily
intakes (CDlIs), dermally absorbed doses (DADS) to the receptors, or the projected airborne exposure levels of the
COPCs experienced by the receptors. This HHRA was designed to evaluate the risks to the identified receptors
associated with a RME exposure scenario, which is defined as the “highest exposure that is reasonably expected
to occur at the site”.

The EPCs that were calculated for the identified COPCs are presented in Table 4-3.1. These EPCs are estimates
of the 95% upper confidence limit (UCL) on the mean of the on-site well data distribution using the USEPA
ProUCL Version 4.1.01 statistical software package that is available through the USEPA website (USEPA, 2011).
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Due to the non-detect capabilities of the software, ProUCL was used to generate UCL values for the COPCs for
each exposure point location regardless of the number samples that were associated with that COPC as long as a
small number of detections (i.e., greater than 3-4) were present. The 95% UCL on the arithmetic mean was
calculated for each COPC using an algorithm selected in response to the statistical distribution of each data set.
The ProUCL calculations were performed by allowing the software to explicitly account for all non-detect
analytical results [and not substituting %2 the sample DL for the non-detect results (see the uncertainty section for
further discussion of this issue)]. The ProUCL outputs for the EPC calculations for the on-site groundwater data
set are included as Appendix C. If the COPC did not have enough detections for the ProUCL software to reliably
calculate a 95% UCL, the maximum detected concentration was used as the EPC and an average concentration
was calculated using % the sample quantitation limit for the analyte as the concentration for the non-detect
samples.

4.4 Exposure Assessment

Exposure parameters were established to define each of the potential receptor populations associated with the
complete and potentially complete pathways identified in the CSM (Table 4-1). The exposure parameters used to
develop the quantitative risk estimates are summarized in Table 4-4.1 and are discussed by receptor below. The
exposure parameters applied for this HHRA were drawn from RAGS Part A (USEPA, 1989), RAGS Part E
(USEPA, 2004), USEPA’s Standard Default Exposure Factors (USEPA, 1991b), the Exposure Factors Handbook
(USEPA, 1997), the Supplemental Guidance for Developing Soil Screening Levels for Superfund Sites (USEPA,
2002b), the USEPA RSL User’s Guide (USEPA, 2010b), and conservative site-specific assumptions.
Bioavailability of all constituents was conservatively assumed to be 100 percent.

4.4.1 Receptor Parameters

The exposure parameters and assumptions selected for use in the quantitative risk assessment for a future adult
Park Worker, a future adolescent Park User, and a hypothetical adult and child Resident exposed to the on-site
groundwater in a domestic setting are presented in Table 4-4.1 and are discussed in the subsections below.

4411 Future Park Worker

This person would perform outdoor landscaping and maintenance activities (such as irrigating and mowing the
fields, cleaning/hosing down the pool facilities and park maintenance equipment, and picking up trash)
throughout the park. The future Park Worker is assumed to be an adult who would work outdoors on a seasonally
variable work schedule of 5 days/week in summer (13 weeks), 3 days/week in the spring and fall (26 weeks), and
not work in the winter (13 weeks), for a total of 143 days/year. A value of 4,447 square centimeters (cm?) was
estimated for the exposed skin surface area for dermal exposure, which corresponds to an adult wearing a short
sleeved shirt and shorts (i.e., exposed hands, forearms, and lower legs) (USEPA, 2004). The averaging time for
carcinogenic effects was 70 years (i.e., assumed lifetime) and for non-carcinogenic health effects it was the
exposure duration (USEPA, 1989). The future Park Worker is assumed to be potentially exposed to the
groundwater through ingestion and dermal absorption of the groundwater.

441.2 Future Park User

It is assumed that the future Park User would utilize the sports fields and playground facilities during the warmer
months of the year (i.e., 34 weeks during April through September), and would use both the fields and pool
facilities during the weeks that the pool is open and available to the public. These assumptions result in different
exposure frequencies (EFs) for ingestion and dermal absorption for this receptor. The ingestion EF of 54
days/year reflects the future Park User being at the park and drinking from a future groundwater-supplied water
faucet or drinking fountain three times/week during the 10 weeks that the pool is open and one time/week for the
remaining 24 weeks. The dermal absorption EF of 30 days/year reflects a future Park User swimming three
times/week for the 10 weeks that the pool is typically open. Exposure parameters for the future Park User are
presented in Table 4-4.1.

Additional RME exposure assumptions for the future Park User include: being between six and 14 years of age
(referred to as a young adolescent) weighing 35 kilograms (kg); having an exposed skin surface area for dermal
exposure of 11,414 cm?; and an averaging time for carcinogenic effects of 70 years and for non-carcinogenic
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effects an averaging time equal to the exposure duration (USEPA, 1989). Similar to the future Park Worker, the
future Park User is assumed to be potentially exposed to groundwater by ingestion and dermal absorption of the
groundwater.

44.1.3 Residents Using Groundwater-Supplied Tapwater

Hypothetical future residents who may be exposed to the on-site groundwater via domestic use (if the Keyes Well
were to be re-activated) would include both adults and young children. Exposure parameters for the Residents are
presented in Table 4-4.1. Adults are persons greater than 18 years of age and weigh 70 kg (USEPA, 1991b). The
young child Resident was assumed to be zero (0) to six (6) years old and weigh 15 kg (USEPA, 2002b).
Residents were assumed to be potentially exposed to groundwater by ingestion and dermal absorption of the
groundwater as tapwater supplied through a municipal system, and via the inhalation of volatiles released into the
indoor air of the residence during showering or bathing, cooking, or washing with the tapwater.

Groundwater ingestion rates of two liters (L)/day and one L/day and exposed skin surface areas of 18,000 cm’ and
6,600 cm? were assumed for the adult and child Resident, respectively (USEPA, 2010b, 2004). An exposure
frequency of 350 days per year was assumed for both the adult and child Resident (USEPA, 1991b and 2002).
The assumed exposure durations were 30 years for the adult Resident and 6 years for the child Resident (USEPA,
1991b and 2002). The averaging time for carcinogenic effects was 70 years and for non-carcinogenic effects it
was the exposure duration (USEPA, 1989).

4.5 Toxicity Assessment

This subsection describes the process used to identify route-specific toxicity values for each COPC selected for
further evaluation in the quantitative risk assessment of the on-site groundwater. Toxicity values are used in
conjunction with the exposure assessment to calculate risks.

USEPA has conducted toxicity assessments for numerous chemicals which have undergone peer review and the
resulting toxicity values have been published. These toxicity values include RfDs and RfCs for evaluating the
non-carcinogenic health effects associated with exposures, and CSFs and URs for evaluating the carcinogenic
health effects associated with exposure. Section 4.5.1 presents information regarding the identification of the
non-carcinogenic toxicity values and Section 4.5.2 presents the information regarding the identification of the
carcinogenic toxicity values used in the HHRA.

The preferential hierarchy of sources from which toxicological information and toxicity values were drawn was
(USEPA, 2003):

1) Tier 1: USEPA'’s Integrated Risk Information System (IRIS). IRIS is an on-line database containing
current toxicity values for many chemicals. These values have gone through a systematic USEPA
consensus building and peer review process [http://www.USEPA.gov/ncea/iris] (USEPA, 2010c).

2) Tier 2: USEPA’s Provisional Peer Reviewed Toxicity Values (PPRTVs). This source of toxicity values
includes values developed by the Office of Research and Development/National Center for
Environmental Assessment/Superfund Health Risk Technical Support Center on a chemical-specific
basis.

3) Tier 3: Other Sources of Toxicity Indices. Additional USEPA and non-USEPA sources of toxicity
information were examined if there was no Tierl or Tier 2 toxicity value for a COPC. These sources
included the California Environmental Protection Agency Toxicity Criteria Database (CalEPA, 2009).
Priority was given to those sources and values that were the most current, had supporting documentation
that was transparent and publicly available, and had been peer reviewed.

The online database of chemical toxicity values maintained by the Department of Energy (DOE, 2010) was also
consulted. A listing of the toxicity values selected for each identified non-carcinogenic and carcinogenic COPC is
presented in Tables 4-5.1, 4-5.2, 4-6.1, and 4-6.2.

The list of COPCs was compared to the list of chemicals indicated to have a mutagenic mode of action for
carcinogenesis to determine if any age-specific adjustments to the CSFs and URs were required for the early life
exposures for the younger receptors. As none of the COPCs appeared on USEPA’s published list of chemical or
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compounds with a mutagenic mode of action, no age-dependent adjustment factors had to be applied to the cancer
endpoint toxicity values.

45.1 Toxicity Values Relative to Non-Carcinogenic Health Effects

For non-carcinogens, the USEPA publishes oral RfDs and inhalation RfCs that are the chemical-specific doses
below which no significant adverse health effects are expected. For chemicals that have non-carcinogenic effects,
many authorities consider organisms to have repair and detoxification capabilities that must be exceeded by some
critical level (threshold) before the health effect is manifested. For example, an organ can have a large number of
cells performing the same or similar functions that must be significantly depleted before an effect on the organ is
seen. This threshold view holds that a range of exposures from just above zero to some finite value can be
tolerated by the organism without an appreciable risk of adverse effects.

An oral RfD, expressed in units of milligrams (mg) chemical intake/day/kg body weight, is an estimate of a daily
exposure level for humans (including sensitive individuals) that is likely to be without an appreciable risk of
adverse health effects during the period of exposure. The purpose of the RfD is to provide a benchmark value
against which estimated doses (e.g., those projected for human exposures to various environmental media) might
be compared. Doses that are higher than the RfD may indicate that an inadequate margin of safety could exist for
exposure to that substance and that an adverse health effect could occur.

There are, at present, no USEPA-derived RfDs for the dermal route of exposure. Dermal RfDs were calculated
from the oral RfD value using an oral-to-dermal adjustment factor. The oral-to-dermal adjustment factor is based
on the chemical-specific gastrointestinal absorption efficiencies listed in USEPA RAGS Part E, Exhibit 4.1
(USEPA, 2004). The adjustment accounts for the absorption efficiency in the critical clinical or epidemiological
study forming the basis of the published toxicity factor. The magnitude of the toxicity factor adjustment is
inversely proportional to the absorption fraction in the critical study. As the absorption efficiency decreases the
difference between the absorbed dose and administered dose increases. An adjustment was made to establish a
dermal RfD when the oral absorption efficiency listed in RAGS Part E (USEPA, 2004) was below 50%.
Complete (i.e., 100%) absorption was assumed and no adjustment of the oral toxicity factor was made to obtain a
toxicity factor used for the dermal absorption route if this condition was not met. The chronic oral and dermal
RfD values are listed in Table 4-5.1.

Non-carcinogenic toxicity factors for the inhalation route are typically expressed as RfCs. The inhalation RfC is
an estimate of the air concentration in milligrams/cubic meter (mg/m?®) that an individual can breathe over the
period of exposure without a risk of adverse health effects. Inhalation RfCs are developed to be protective of all
adverse health effects, both systemic and portal-of-entry, associated with inhalation exposure. The chronic
inhalation RfC values compiled for this HHRA are presented in Table 4-5.2.

45.2 Toxicity Factors Relative to Carcinogenic Health Effects

A CSF is a numerical estimate of the carcinogenic potency of a chemical, which, when multiplied by the average
lifetime dose, gives the probability of an individual developing cancer over a lifetime. CSFs are expressed in
units of the inverse of mg of chemical intake per day per kg of body weight [(mg/kg-day)™]. The underlying
assumption used by USEPA for regulatory risk assessment for constituents known or assumed to be linked to
potential carcinogenic effects is that no threshold dose exists. Accordingly, USEPA assumes that some level of
potential risk is associated with any dose received, no matter how small.

The oral CSF values used in this HHRA are listed in Table 4-6.1. There are, at present, no USEPA-derived CSFs
for the dermal route of exposure. Dermal CSF values are calculated from the oral CSF values using an oral-to-
dermal adjustment factor. This adjustment for the oral CSFs was performed using the same general process
applied for the oral RfDs, as described in Section 4.5-1. It is noted, however, that no adjustment of any CSF was
required for this risk assessment. The oral and dermal CSF values selected for use in the HHRA are listed in
Table 4-6.1.
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Carcinogenic toxicity factors for the inhalation pathway are typically expressed as URs. The URs were compiled
from the hierarchy of sources listed previously. The inhalation UR values compiled for this HHRA are listed in
Table 4-6.2.

4.6 Risk Characterization

Risk characterization requires integrating exposure and toxicity information into a quantitative estimate of excess
lifetime carcinogenic risk (ELCR) and non-carcinogenic Hazard Quotients and Hazard Indices (HQs and HIs).
The intake, dose, or inhalation exposure to a COPC is estimated from as many as six basic factors: exposure
frequency, exposure duration, and contact rate, COPC concentration in the exposure medium, body weight, and
averaging time. Thereafter, the calculation of risks is performed by combining EPCs, exposure scenarios, and
toxicity values using methods defined by USEPA to calculate potential carcinogenic and non-carcinogenic risks
associated with current and future use exposure scenarios. The methods used to conduct the risk characterization
portion of the HHRA are generally described below. Specifically, this subsection presents the equations for the
CDI, DAD and airborne exposures, and presents the methods and metrics used to calculate HQs, Hls, and ELCRs.

4.6.1 Intake, Dose and Airborne Exposure Estimation

CDis are calculated for the ingestion exposure pathway, DADs are calculated for the dermal absorption exposure
pathway, and ECs are calculated for the inhalation pathway. CDIs and DADs are expressed as the amount of a
chemical an individual would be exposed to daily per unit body weight (e.g., mg/kg-day). The formula used to
calculate the CDI for ingestion of groundwater is:

CW x IRW x EF XED

CDI=
BW x AT

where:
CDI =  Chronic Daily Intake (mg/kg-day)
Cw =  Chemical Concentration in Groundwater (mg/L)
IRW = Ingestion Rate (L/day)
EF =  Exposure Frequency (days/year)
ED =  Exposure Duration (years)
BW = Body Weight (kg)
AT =  Averaging Time (days)

The formula used to calculate the DAD for groundwater is:

DAeventx EV XSAXEFx ED
BW x AT

DAD=
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where:

DAD = Dermally Absorbed Dose (mg/kg-day)
DAevent =  Absorbed dose per event (mg/cm?-event)

EV = Event Frequency (events/day)

SA = Skin Surface Area available for contact (cm?)
EF =  Exposure Frequency (days/year)

ED = Exposure Duration (years)

BW = Body Weight (kg)

AT = Averaging Time (days)

The parameter DAevent is chemical-specific and exposure scenario-specific, and is calculated differently (see also
the footnote to Tables 4-4.3 through 4-4.6), depending on whether the COPC is an organic or inorganic compound
and (if an organic compound) on the properties of the compound. The chemical-specific parameters used in the
calculation of the DAevent are presented in Table 4-4.2 and the DAevent calculations are presented in Tables 4-
4.3 through 4-4.6.

The formula used to calculate the inhalation of volatiles is:
EC =CW xK xCF

where:

EC = Airborne Exposure Concentration (mg/m?)

Cw = Concentration in Groundwater

K = Volatization Factor relative to household uses of water (unitless)

This Volatilization Factor (K) is defined in the context of the Andelman approach (Andelman, 1990) to the
inhalation exposure to volatiles as described in RAGS Part B. This approach relates the concentration of a
volatile contaminant in household water to the concentration of the volatilized contaminant in the indoor air.
Inhalation exposures were not calculated for inorganic COPCs since they are not volatile.

The CDIs, DADs, and ECs are averaged over a lifetime (i.e., 70 years) for the carcinogenic COPCs and over the
exposure duration for the non-carcinogenic COPCs (USEPA, 1989) for all receptors.

4.6.2 Risk Calculation Protocols

For non-carcinogens, exposure pathways were evaluated by comparing chemical-specific CDIs and DADs to their
associated RfDs for oral and dermal intake, and comparing chemical-specific ECs to their associated RfCs for
inhalation intake. Potential non-carcinogenic effects are evaluated using these ratios for each COPC:

CDl, DAD. EC.
HOi = L HOi = L HOi = i
Q RID, @ RD, Q RfC,
where:
HQ; = Hazard Quotient for chemical i for the given intake route (unitless)
CDI;=  Chronic Daily Intake for chemical i for the ingestion intake route (mg/kg-day)
RfDi=  Reference Dose for chemical i for the given intake route (i.e., ingestion or

dermal absorption) (mg/kg-day)
DAD;= Dermally Absorbed Dose for chemical i for the dermal absorption intake route (mg/kg-day)
EC; = Exposure Concentration for chemical i for the inhalation intake route (mg/m?)
RfCi=  Reference Concentration for chemical i for the inhalation intake route (mg/m?®)

The sum of all of the HQ ratios for all exposure pathways for the COPCs for each receptor is called the Hazard
Index (HI). An HQ or HI (as appropriate) less than or equal to one is unlikely to be associated with health effects
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and is, therefore, less likely to be of concern than an HQ or HI greater than one. However, a conclusion should
not be drawn categorically that all HQs or HIs less than one are “acceptable” or that all HQs and Hls greater than
one indicate that health effects will occur. This is due to the uncertainties inherent in the derivation of the RfDs
of RfCs. Hls should not be summed across age groups. Tables 4-7.1 through 4-7.4 present the EPCs, calculated
daily dose/intake quantities, RFD/RfC toxicity parameters, and individual HQs for each receptor and exposure
pathway combination relative to the on-site groundwater.

The potential cancer risk due to exposure to a specific carcinogenic compound is calculated by multiplying
chemical-specific CDIs, DADs, and ECs with their associated CSFs or URs for the oral, dermal, and inhalation
routes, respectively. The sum of all of these products for the COPCs for each receptor in each medium is called
the excess lifetime cancer risk (ELCR), and is calculated as shown below:

ELCR = CDI. -CSF
ELCR = DAD, - CSF

ELCR = EC. -UR
where:
ELCR = Excess Lifetime Cancer Risk for the given intake route (ingestion, dermal absorption, or
inhalation) (unitless)
CDI; = Chronic Daily Intake for chemical i for the ingestion intake route (mg/kg-day)
DAD; = Dermally Absorbed Dose for chemical i for the dermal absorption intake route (mg/kg-day)
EC; = Exposure Concentration for chemical i for the inhalation intake route (mg/m?)
CSF; = Cancer Slope Factor for chemical i for the given intake route (mg/kg-day)™
UR; = Unit Risk for chemical i for the inhalation intake route (mg/m°)

For the purposes of the HHRA, cancer risks for exposure to multiple carcinogenic COPCs were assumed to be
additive. USEPA has established a target risk range of 1x10°® and 1x10™ for reference purposes for site
management under CERCLA. A 1-in-1,000,000 cancer risk (i.e., 1x10'6) means that in a population of 1,000,000
people exposed under an identical exposure scenario (i.e., who had exactly the same CDI of a carcinogen over the
same period), there would be one additional case of cancer in the population. An ELCR below or within this
range is less likely to be of concern than an ELCR exceeding the upper limit of this range (1-in-10,000, or 1x10™).
Tables 4-7.1 through 4-7.4 present the EPCs, calculated COPC intake quantities, CSF or UR toxicity parameters,
and the calculated cancer risks for each receptor and exposure pathway combination relative to the on-site
groundwater.

Example intake/exposure and risk/hazard calculations for one carcinogenic and one non-carcinogenic COPC for
each guantitatively evaluated exposure pathway identified in the CSM (Table 4-1) are presented in Appendix D.
The sample calculation results presented in Appendix D are referenced back to the tables in which that quantity
was actually calculated for the assessment. These examples provide an indication of the quality control checks
that were performed for all calculations associated with the HHRA.

4.7 Results of the Quantitative Risk Assessment of the On-Site Groundwater

This subsection presents the results of calculations of potential cancer and non-cancer risks for each receptor
relative to the assumed exposures to the on-site groundwater. The risk calculations are presented in Tables 4-7.1
through 4-7.4. The calculated results for each of the receptors are presented sequentially in the sections that
follow.

471 Future Park Worker

The ELCR and HI associated with the assumed future exposure of a Park Worker to the on-site groundwater were
calculated to be 3.3x10” and 0.31, respectively (see Table 4-7.1). The cancer risk estimate is within the USEPA
reference cancer risk range of 1x10° to 1x10™, and the non-cancer HI is below the USEPA threshold of 1.0.
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4.7.2 Future Park User

The ELCR and HI associated with the assumed future exposure of a Park User to the on-site groundwater were
calculated to be 1.7x10® and 0.052, respectively (see Table 4-7.2). The cancer risk estimate is within the USEPA
reference cancer risk range of 1x10° to 1x10™, and the non-cancer Hl is below the USEPA threshold of 1.0.

4.7.3  Future On-Site Residents (Adult and Child)

The ELCR and HI projected for the hypothetical future adult Resident were calculated to be 2.0x10™ and 1.5,
respectively (see Table 4-7.3). The ELCR and HI for the child Resident were calculated to be 9.8x10® and 3.5,
respectively (see Table 4-7.4). These cancer risk estimates exceed the USEPA reference cancer risk range of
1x10°to 1x10™, and the non-cancer Hls exceed the USEPA non-cancer effects threshold of 1.0. The ingestion of
arsenic in the groundwater via drinking and, to a much lesser extent, the inhalation of MTBE released from the
groundwater into houses during domestic use of the water were the primary contributors to the projected risks
relative to these hypothetical future residential exposures. These COPCs are discussed separately below.

The ingestion of arsenic contributed approximately 95% of the projected ELCR and HI for the child and adult
Residents. Arsenic was detected only in one of sixteen (16) original samples and only at the April 2007 sampling
event. The lone detection was at a concentration of 11 pg/L, which is just above the USEPA SDWA MCL and
NHDES MCL of 10 pg/L. Although there is no site-specific background concentration for arsenic from the
sampling of MW 25B (all samples were non-detect at less than 10 g /L), it is likely that the concentration of
arsenic detected in groundwater during this one sampling event is naturally occurring. Arsenic is a naturally
occurring element that is found in the bedrock, soils, and groundwater throughout New England and southern
New Hampshire. A study by the USGS indicated that arsenic was detected at concentrations that exceeded the
USEPA SDWA MCL and NHDES MCL of 10 pg/L in 21% of private wells in Hillsborough County even though
the geologic formation underlying the town of Milford was not found to be uniformly high in arsenic (USGS,
2003). Other studies indicate that arsenic concentrations in groundwater are heavily influenced by the bedrock
geology and lithology of the area (Ayotte, et. al., 1999; Robinson and Ayotte, 2007). As arsenic is not associated
with the upgradient sources relative to OU2, the arsenic contributing to the calculated risks relative to the on-site
groundwater is not indicated to be due to former activities at the Fletcher’s Paint Facility. Given the low
frequency and detected concentration of arsenic, the indication that the concentrations of arsenic that were
detected were due to background sources, and the lack of an association between arsenic and the activities
previously performed at the Fletcher’s Paint Facility, the exceedances of the ELCR do not represent a significant
potential risk.

The contribution of MTBE to the ELCR for the adult and child Resident was calculated to be 7.4x10°and 6.9x10"
® respectively. This chemical-specific cancer risk estimate is within the USEPA reference cancer risk range of
1x10°to 1x10™. Therefore, no action is required because of the carcinogenic risks from the inhalation of MTBE.
As discussed in Section 4.3.3, the MTBE detected in the on-site groundwater is very likely due to upgradient
sources that are currently being addressed. As such, the presence of MTBE in the on-site groundwater would be
expected to be a short-term situation. This would have to be verified by a selected re-sampling of certain on-site
wells.

4.8 Screening Level Risk Assessment of the Upgradient Groundwater
4.8.1 Approach

The groundwater data for the upgradient wells was compiled and a screening level risk assessment relative to
potential drinking water exposure was performed. The upgradient wells included three Xtramart monitoring wells
(i.e., XM MW-10, XM MW-11, XM MW-13), monitoring well MW-18B, and monitoring well KW03D. The
locations of these wells are shown on Figure 3-1.

The compiled upgradient well groundwater data was analyzed to identify the maximum detected concentration in
any upgradient well over the sampling period (i.e., April 2007 through January 2010). This maximum detected
contaminant concentration, the monitoring well where that concentration was detected, and the year that that
sample was collected, were recorded. This concentration was then compared to a set of drinking water-related
standards and risk-based screening values for that compound, selected from the following hierarchy:
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1. USEPA Safe Drinking Water Act and NHDES Chapter Env-DW 700 Drinking Water Quality Standards
for Public Water Supply Systems MCLs (Note: The federal and state limits are the same for each
detected contaminant);

2. USEPA Safe Drinking Water Act and NHDES Chapter Env-DW 700 MCL Goals (MCLGSs) (Note: The
federal and state limits are the same for each detected contaminant); and

3. USEPA Risk-Based RSLs for Tapwater (Note: These RSLs are back-calculated groundwater
concentrations projected to result in a single chemical ELCR of 1x10°® or a single chemical non-cancer Hl
of 1 assuming a residential drinking water exposure scenario).

4.8.2 Results

Table 4-8.1 presents a summary of this screening level risk assessment of the upgradient groundwater. The
results are as follows:

e The maximum detected concentrations of benzene and trichloroethylene exceeded both their federal/state
MCLs and their respective USEPA RSLs for tapwater;

e The maximum detected concentrations of iron exceeded its federal Secondary Drinking Water Standard
and its NHDESs MCL;

e The maximum detected Total PBCs concentrations exceeded both of its listed standards and screening
levels, due to the presence of the homologues Aroclor 1221, Aroclor 1242 and Aroclor 1260; and

e The maximum detected concentrations of 1,2-dibromoethane, 1,2,4-trichlorobenzene, 1,2,4-
trimethylbenzene, chloroform, ethylbenzene, and naphthalene exceeded their risk-based USEPA RSLs for
tapwater.

This screening analysis revealed that groundwater upgradient of Keyes (i.e., to the southwest and southeast) has
or is likely to have contaminant levels that exceed thresholds for a public drinking water supply.
Characterizations of the hydraulic conductivities in the overburden glacial deposits and in the underlying bedrock
indicate that a significant cone of depression would likely be created if the Keyes Well were to be re-activated to
extract water for public consumption. This pumping would be expected, based on past experience when the
municipal well was formerly in use, to draw groundwater from these upgradient locations. The exact quality of
the groundwater that would be produced by a re-activated Keyes Well cannot be projected without a specific
analysis of the potential pumping scenario. However, the screening assessment suggests that pumping the Keyes
Well would likely draw contaminated upgradient groundwater under Keyes Field and re-contaminate the on-site
groundwater.

4.9 Uncertainty Analysis

Quantitative risk assessments inherently contain elements of variability and uncertainty. The sources and
implications of the variabilities and uncertainties were examined to provide perspective on the accuracy and level
of conservatism inherent in the underlying assumptions and, consequently, the risk estimates produced by this
HHRA. This information is presented with the goal of helping make more informed decisions about how to
interpret and manage the projected risks. The following subsections address the primary uncertainties and their
implications relative to potential uses of the on-site and upgradient groundwater.

4.9.1 Uncertainties Associated with Data Selection and Hazard Assessment
4.9.1.1 Available Wells and Sampling Results

For this HHRA, groundwater data collected from the most recent sampling events at the on-site OU2 wells and
the upgradient wells were evaluated. Sampling results going back approximately 4 years (starting in April of
2007) were evaluated for inclusion in the risk assessment databases. The data obtained from seven on-site well
locations were considered, but only five of these wells had been sampled during the last four years (i.e.,
OW2/0W2P, KWO01D/S, Keyes Well, MWO5A/BR, and MW06A/B). On-site monitoring well KWO02 had been
damaged and was not sampled during this time frame, and on-site monitoring well OW3 also was not sampled
since 2007. The data obtained from five upgradient well locations were considered, and all five wells had been
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sampled during the last four years (i.e., XM MW 18B, XM MW-10, MW-11, XM MW-13, KWO03D). The
groundwater data from MW-25B was considered to be representative of site background conditions. There was
considerable variability in the frequency at which these wells were sampled during the past four years. With
respect to the on-site wells, some were sampled only once since 2007, while others have been sampled six to eight
different times. With respect to the upgradient wells, one was sampled only once since 2007, while others have
been sampled as many as 11 different times. The background well was sampled seven different times. Often, a
well was not re-sampled because it had been vandalized and damaged and could no longer be used. Groundwater
sampling on-site and in the immediately upgradient areas has been performed by three different groups in
response to different projects and project objectives. Consequently, there have been differences in the suites of
analytes tested for in different wells at different times. Despite the known variability in these factors, the
groundwater data set developed for this HHRA represents the most spatially representative and highest quality
data available for estimating the risks associated with potential on-site and upgradient groundwater uses.

4.9.1.2 Dynamic Conditions and Temporal Representativeness

All sampling performed during this four year time frame has been conducted while the Keyes Well was not in use
and not impacting the local groundwater flow rates and directions within its zone of influence when it operates.
No detailed analysis has been performed of the likely groundwater flow and contaminant dilution that could occur
beneath OU2 if the Keyes Well were to be re-activated in the future. However, it is likely that some of the
contamination currently present in the upgradient wells would be drawn into the groundwater beneath Keyes
Field. In addition, some of the sampling results that impacted the risk assessment data set, the calculated EPCs,
and the projected risks most were associated with sampling performed at the earliest point in the time frame.
Given the hydraulic conductivities and gradients indicated to be associated with OU2 (ADL, 1994a), some of this
dissolved on-site contamination is likely to have migrated from under the park and be no longer present in OU2
while some of the dissolved upgradient contamination might now be encroaching on OU2. It is difficult to
estimate the net effect of these dynamic forces on the projected risks of current conditions within the groundwater
beneath Keyes Field.

4.9.1.3 Characteristics of the Data Sets and Their Impact on the Calculated EPCs

The constituents detected in the groundwater associated with the on-site and upgradient wells were primarily
metals, and a few VOCs and SVOCs. Typically, the VOCs and SVOCs were detected very infrequently in the
respective wells over the stated time frame. Accordingly, the data sets for these compounds had a high percentage
of non-detect results and generally non-parametric distribution types. The newest version of ProUCL was used to
quantify the groundwater EPCs. This version allows EPCs to be generated with explicit evaluation of non-detect
sampling results using the most recent statistical approaches identified for that purpose. Even though this tool
was applied to the data sets, suitable EPCs could not be identified for all detected constituents and their maximum
detected concentrations had to be used as their EPCs in the risk calculations. This is likely to lead to an
overestimation of the actual risks.

The detections of BEHP were found upon closer examination of sample and blank results to very likely to be
associated with laboratory contamination. The lone detection of MTBE in the on-site wells would appear to be
associated with migration of the upgradient contamination as MTBE is not associated with the Site.

4.9.1.4 Selection of Chemicals of Potential Concern for Analysis in the HHRA

A conservative screening was used to select COPCs for each exposure medium. Highly conservative screening
levels were used to select which COPCs would be carried through the risk assessment. The screening criteria
used for groundwater were developed for a residential drinking water exposure scenario. Given the small number
of wells and sampling results available for certain analytes, a constituent was conservatively retained as a COPC
in groundwater for this HHRA when it was only detected in one well at one point in time if that single detected
concentration exceeded the relevant screening criterion. Both MTBE and arsenic were retained as COPCs based
on one detection in one well at one point in time. In both of these cases, the lone detected concentration exceeded
the Screening Toxicity Value. Given that there were cases of an analyte being detected in a sample but not in its
duplicate, there is uncertainty as to whether these lone detections are real. Comparisons to background
concentrations were not used to eliminate any constituents from quantitative consideration in the HHRA. Overall,
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the COPC screening process applied for this assessment resulted in the conservative inclusion of constituents as
COPCs.

4.9.1.5 Background Concentrations

Only one well was identified as being representative of background conditions relative to the OU2 groundwater
(MW-25B). This well was sampled quarterly by GE for VOCs, manganese, and PCBs from July 2007 through
October 2008 due to project-specific objectives related to OUL. In addition, full Target Compound List/Target
Analyte List (TCL/TAL) sampling is conducted biennially during September/October. The sampling frequency
for monitoring well MW-25 was changed after October 2008 from quarterly to once a year in September/October
so that it coincides with the biennial TCL/TAL monitoring events. Although arsenic, iron, and aluminum were
identified as COPCs, they are not linked to or associated with a specific on-site or OUL source. As such, their
presence in the OU2 groundwater is likely to be due to natural occurrence. As noted previously, many studies of
arsenic in New England, New Hampshire, and Hillsborough County have documented naturally occurring arsenic
in groundwater in excess of 10-20 pg/L at many locations in and around Milford (and as high as 30 pg/L in parts
of southeastern New Hampshire) due to the local lithography and physiochemical conditions in the soil (Ayotte et
al., 1999; USGS, 2003; Robinson and Ayotte, 2007). The single detection at 11 pg/L is believed to be due to
natural causes. This single result became the EPC for arsenic and was a significant contributor to the projected
cancer and non-cancer risks associated with potential future uses of the groundwater.

4.9.1.6 Uncertainties Associated with the Exposure Assessment

Reasonable maximum exposure scenarios were identified for each receptor of interest and corresponding
exposure parameters were selected in relation to the potential intakes from the ingestion, dermal absorption, and
inhalation of groundwater contaminants. The most likely future use of Keyes Field is its present use as a
municipal park. As such, the future Park Worker and future Park User were the most directly relevant receptors
of interest. Site-specific exposure parameters were adopted in consideration of actual schedules for park
availability, park features, and observations of the age characteristics of the Park Users. As such, these
parameters are believed to be very reasonable and representative of current Park Workers and users.

The park is currently serviced by a municipal water supply that does not draw on the OU2 groundwater as a
source. The HHRA was performed for the future Park Worker and future Park User assuming that the local
groundwater would once again in the future be used as a municipal supply and provide the drinking water and
ancillary water needs (e.g., washdown, irrigation, filling the pool) of the park. It must be emphasized that the risk
results for these two receptors assumes these groundwater uses and potential exposures that are not currently
occurring. These hypothetical exposures reflect a conservatively high level of exposure for these receptors in a
park scenario.

Residential reuse of the park land is considered to be very unlikely due to the existence of the park and the
likelihood of flooding in this low-lying area next to the Souhegan River. The projected risks for a hypothetical
future Adult and Child Resident were calculated to establish a baseline for unrestricted groundwater use.
Inhalation of volatile constituents in the groundwater for these hypothetical future residential receptors was
modeled using the USEPA Region 1-recommended Andelman approach that estimates the average concentration
of liberated volatiles in air from the full range of household water uses (e.g., showering, laundering, dish
washing). As such, the risk contributions from this pathway are not likely to have been underestimated.

Dermally absorbed doses were calculated for every COPC, regardless of whether all of the required intake
parameters were available in RAGS Part E. Appropriate estimation techniques and alternate sources of chemical
properties were used to fill the parameter gaps and allow the dermal intakes to be calculated. Use of this approach
may have led to an over-estimation of the risks associated with potential dermal exposure to the groundwater.

4.9.2  Uncertainties Associated with the Toxicity Assessment

The hierarchy of toxicity value resources recommended by USEPA (USEPA, 2003) was used to compile the
required toxicity factors for identified COPCs. The full hierarchy was used in the compilation; however, most of
the toxicity values were taken from the first tier reference, IRIS, USEPA’s toxicity database. A few Tier 2 or Tier
3 toxicity values had to be adopted from other USEPA sources or taken from the noted references. Most notable
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were the Tier 2 PPRTV RfDo values for aluminum and iron, and the RfC for arsenic and the Tier 3 oral CSF and
UR values for MTBE from CalEPA. These values reflect greater uncertainty and built-in conservatism and their
use is likely to have led to an over-estimation of risk for these constituents.

Considerable uncertainty can be associated with qualitative (hazard assessment) and quantitative (dose-response)
evaluations. Hazard assessment characterizes the nature and strength of the evidence of causation or the
likelihood that a chemical that induces adverse effects in animals will induce adverse effects in humans. Hazard
assessment of carcinogenicity is currently evaluated as a weight-of-evidence determination, using USEPA (1989)
classifications. Positive results in animal cancer tests suggest humans may also manifest a carcinogenic response,
but animal data cannot necessarily be used to predict target tissues in humans. In the hazard assessment of non-
carcinogenic effects, positive animal test results may suggest the nature of possible human effects (i.e., target
tissues and type of effects) (USEPA, 1989).

4.10  Summary and Conclusions

The quantitative risk assessment performed relative to potential exposures to the on-site groundwater focused on a
future Park Worker, a future Park User, and hypothetical future Residents who could be exposed to the on-site
groundwater as tapwater in a domestic setting if the Keyes Well were to be re-activated and the groundwater used
to supply the public water system. The exposure scenarios evaluated for the future Park Worker and the future
Park User assumed that all water used at the park for all needs (e.g., drinking, irrigation, washing, filling the pool)
would come from the on-site groundwater. This included potential ingestion (i.e., drinking) as well as potential
dermal absorption exposures due to direct contact with the groundwater during these uses. It must be emphasized
that the water currently available at the park is municipally supplied from other sources (i.e., not the on-site
groundwater). The calculated risks for the future Park Worker and the future Park User under these potential
future exposure scenarios did not exceed the USEPA cancer risk reference range or non-cancer thresholds. The
calculated risks for the hypothetical Resident (adult and child) under the scenario of the on-site groundwater as a
municipal water supply did exceed both the USEPA cancer risk reference range and the non-cancer HI threshold.
However, the exceedance of the USEPA cancer risk reference range was almost entirely due to a one time
detection of arsenic at a concentration just over the detection limit and MCL standard. This detection of arsenic
was determined to likely to be due to the naturally occurring arsenic in the area’s bedrock and lithology. The only
other compound in the on-site groundwater that contributed to any significant degree to the calculated risks was
MTBE. However, MTBE was only detected in one well in 2007 and was very likely due to upgradient off-site
sources that are currently being addressed. The lone detection of MTBE contributed to future risk, however the
future groundwater risk would be expected to actually decrease with the expectation that no additional detections
of this compound will be found due to the on-going work to address and monitor this upgradient source. As such,
the MTBE is not indicated to be due to any release from the Fletcher’s Paint Superfund Site and is not expected to
pose a long-term concern if upgradient sources continue to be addressed and monitored.

The screening level risk assessment performed relative to the upgradient groundwater revealed that this
groundwater has or is likely to have contaminant levels that exceed thresholds for a public drinking water supply.
Characterizations of the hydraulic conductivities in the overburden and in the underlying bedrock (USGS, 1996)
suggest that a cone of depression would likely be created if the Keyes Well were to be re-activated to extract
water for use as a public supply. This pumping would be likely, based on past experience, to draw groundwater
from these upgradient locations and re-contaminate the on-site groundwater. A Keyes Well re-activation scenario
should not be considered until the various sources of the upgradient contamination are identified and remediated.
It is assumed, given the ongoing remediation and groundwater monitoring efforts associated with the Xtramart
site under the NHDES regulations (NHDES Site No. 199404027), that the contamination associated with the
Xtramart property is unlikely to impact Keyes Field groundwater in the future if the Keyes Well remains inactive
until this off-site source has been remediated.
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5.0 SUMMARY OF SOUHEGAN RIVER INVESTIGATIONS

The summary presented in this section was compiled primarily from the Field Report of Sediment Sampling on
the Souhegan River (Woods Hole Group, 2005), Souhegan River Supplemental Investigation Data Summary
Report (ARCADIS, 2007), and BHHERA (Battelle, 2011). This section describes the previous investigations
that were conducted at in the Souhegan River study area and summarizes the resulting analytical data.

Analytical chemistry data from the Souhegan River study area have been collected from 1991 through 2007.
Data collected between 1991 and 1994 were used to support the RI and previous risk assessments (ADL, 1994a;
1994b; 1997). Historic investigations indicate that PCB, VOC, SVOC, and heavy metal contamination has
migrated to the river via former Fletcher’s Paint manufacturing activities, improper storage of drums, and runoff
from the EIm Street Area, as well as surface water runoff from Mill Street, through the drainage ditch/culvert
system.

Table 5-1 summarizes the historic investigations conducted for the Souhegan River study area. The locations
and sample types for the 2004, 2006, and 2007 investigations within the Souhegan River study area are
presented in Figure 5-1. The samples were assigned to Areas A, B, and C depending on whether they were
adjacent to, downstream from, or upstream from the EIm Street Area, respectively. All data used in the risk
assessments (i.e., 2004, 2006, and 2007 datasets) are provided in summary tables in Appendix A of the
supplemental BHHERA (Battelle, 2011).

51 Historical Data — 1990s Investigations

Sampling activities in the 1990s involved the collection of sediment and surface water samples from 22
locations within the Souhegan River for miscellaneous analyses. Most of the samples were collected between
1991 and 1993, and additional surface water and sediment samples, as well as biota samples, were collected in
November 1994 to support the previous BHHERA and RI (ADL, 1994a, 1994b; 1997). Included in this dataset
were biological samples from several species of fish captured in the Souhegan River. These samples included
the collection of 20 fillet samples, 20 offal (i.e., the carcass remaining after removal of the fillets) samples, and
40 whole fish samples for analysis of pesticides and PCBs. Twenty mussel samples were also collected for
analysis of pesticides and PCBs.

In addition to data collection activities, ecological assessment studies were also conducted during the 1990s.
The Preliminary Ecological Assessment (ADL, 1994b, 1997) evaluated available analytical data for sediment,
surface water, and tissue; and calculated both total site and incremental ecological risks to ecological receptors.
This assessment identified significant risks to both benthic and pelagic organisms associated with exposure to
PCBs and pesticides. In addition, these reports concluded that these contaminants of potential concern (COPCs)
posed a bioaccumulation hazard to wildlife species (including the same representative species evaluated in this
report) that were exposed to the aquatic food chain in the vicinity of the EIm Street Area. These investigations
identified elevated risk quotients for benthic and pelagic biota and upper trophic level receptors from exposure
to polychlorinated biphenyls (PCBs) and pesticides (ADL, 1994a; 1994b; 1997). PCBs also contributed the
majority of potential cancer risk to humans from Souhegan River sediments (ADL, 1994a).

5.2 2004 Investigations

In 2004, supplemental sediment investigation activities were performed on behalf of USEPA in the section of
the Souhegan River immediately adjacent to the EIm Street Area. Surficial sediment samples (top three inches)
were collected from 31 sampling locations (Figure 5-2) and analyzed for PCBs, polycyclic aromatic
hydrocarbons (PAHS), pesticides, metals, and VOCs. Elevated PCB concentrations were found in the sediments
collected near the EIm Street Area. Woods Hole Group Environmental Laboratories (WHGEL) was contracted
by the CENAE to perform sediment sample collection activities and chemistry analyses (WHGEL, 2005).

Table 5-2 presents the analytical results for all sediment samples collected during 2004. The results were
compared against Threshold Effects Concentrations (TEC) and Probable Effects Concentrations (PEC) for those
analytes with established TEC and PEC values. TECs and PECs are consensus-based sediment quality
guidelines (SQGs) derived from previously-published numerical SQGs for freshwater ecosystems. TECs
provide a basis for predicting the absence of sediment toxicity, whereas PECs provide a basis for predicting
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sediment toxicity. Both TECs and PECs are derived from SQGs that are based on biological effects, therefore
they can be used to assess the potential for and spatial extent of harm to sediment-dwelling organisms.
(MacDonald et al, 2000).

5.21 PCBs

The 2004 data indicates that PCB contamination was still prevalent in the sediment particularly adjacent to EIm
Street Area. Ten of the 31 sediment samples had PCB levels above the TEC criteria of 0.060 mg/kg, and eight
of the 31 samples had PCB levels above the PEC criteria of 0.676 mg/kg. Contaminant concentrations were
compared to the consensus based screening criteria presented in MacDonald et al., 2000 to determine if any
contaminants exist at elevated levels or if any contaminants pose a threat to aquatic biota. The highest PEC
exceedances for total PCBs occurred at sampling locations adjacent to the EIm Street Area: SD-13 (36.3 mg/kg),
SD-15 (7.35 mg/kg), and SD-08 (15.0 mg/kg). Of the three sediment samples that were collected downstream
of the Elm Street Area, PCBs were not detected at two locations, while one location (SD-34) had total PCBs
levels below the TEC criteria (Gomez and Sullivan, 2011).

5.2.2 PAHs

Ten of the 31 samples had PAH levels above the TEC criteria with no detections above the PEC criteria.
Parameters of concern include benzo(a)anthracene, benzo(a)pyrene, chrysene, and phenanthrene. No TEC
exceedances were observed in the three sediment samples downstream of the EIm Street Area (SD-30, SD-32,
and SD-34).

5.2.3 Pesticides
Pesticides were not detected at any of the 31 sample locations.
5.2.4 Metals

Only one sample had a TEC exceedance for metals. Arsenic was detected at 11 mg/kg at location SD-22,
adjacent to the EIm Street Area. No detections were found above the PEC criteria for metals.

5.3 2006 Investigations

A sediment probing survey was conducted, and additional sediment and fish tissue data were collected in 2006
by USEPA and GE to more fully characterize the current nature and extent of PCB contamination in the
Souhegan River adjacent to the EIm Street Area and downstream as far as the Goldman Dam (ARCADIS,
2007). The 2006 fish and sediment sampling locations are presented in Figure 5-3.

5.3.1 Fish Investigations

Fish tissue samples were collected from all three areas of the Souhegan River (Areas A, B, and C) for a total of
115 samples. A summary of the fish collection information, including location, species, length, and weight, is
provided in Table 5-3. Species of fish included redbreast sunfish (Lepomis auritus), yellow and brown
bullheads (Ameiurus natalis and A. nebulosus, respectively), and white sucker (Catostomus commersonii).

The samples were split by a USEPA-associated laboratory and analyzed for PCB congeners. The split samples
were submitted to a GE-associated laboratory for the analysis of PCB Aroclors, metals, pesticides, PAHs, and
percent lipids. Specifically, 57 of the 115 samples (including 18 adult redbreast sunfish, 21 adult yellow
bullhead, and 18 composite white sucker forage fish samples) were sent to Northeast Analytical, Inc. (NEA)
located in Schenectady, New York (ARCADIS, 2007). NEA was under contract to GE. The remaining 58
samples (including 18 adult redbreast sunfish, 18 adult yellow bullhead, four adult brown bullhead, and 18 adult
white sucker samples) were sent to Alpha Woods Hole Laboratory (AWHL) located in Westborough,
Massachusetts. AWHL was under contract to the CENAE.

Table 5-4 presents the PCB Aroclor data, PCB congener data, and percent lipids data for the 36 sport fish
samples (18 redbreast sunfish and 18 yellow bullhead) analyzed by NEA and AWHL. This table also includes
PCB Aroclor and percent lipid data for the 18 composite forage fish samples (white sucker) analyzed by NEA.
In addition, although the four brown bullhead and 18 individual whole-body white suckers were sent to AWHL
for potential use as substitute species in the event that sufficient sport fish samples or tissue mass were not
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collected to perform the required analyses, these fish were analyzed by AWHL for PCB congeners and also by
NEA for PCB Aroclors. The data for these extra analyses are also included in Table 5-4 (ARCADIS, 2007).

The PAH, organo-chlorine pesticide, TAL metals, and percent lipids data for the 39 sport fish samples (18
redbreast sunfish and 21 yellow bullhead) and 18 composite forage fish samples (white sucker) analyzed by
NEA are presented in Table 5-5.

5.3.2  Sediment Probing Survey

The supplemental sediment investigation activities were performed in two sequential phases (i.e., sediment
probing followed by sediment sampling) upon completion of the fish collection activities. First, sediment was
probed along transects established at regular intervals along an approximate 1-mile long section of the Souhegan
River, extending from the Goldman Dam located approximately ¥z mile downstream from the EIm Street Area
to about %2 mile upstream from the EIm Street Area (ARCADIS, 2007).

In summary, sediment probing activities were performed along 23 total transects within the study area at the
locations shown on [1g. At each transect location, the locations of the edge of water, including the date and time
they were located, were documented and sediment was probed at each edge-of-water location. Transect
endpoints (i.e., top of bank) were surveyed for geographic reference, and the sediment thickness and water depth
was measured at approximately eight regular intervals across the river channel. Finally, any other physical
changes in the river channel (e.g., boulder fields, small islands, etc.) were also documented in the field notes
(ARCADIS, 2007). These features are included on Figure 5-4. The results of the sediment probing activities
along the 23 transects are presented on Table 5-6, while transect descriptions and observations are presented on
Table 5-7. The sediment thickness just upstream of the Goldman Dam (Transect 1) ranges from none to
approximately two feet, while the maximum observed thickness of almost nine (9) feet was adjacent to the Elm
Street Area (Transect 15).

Between surveyed transects, the river channel was observed, and significant variations in the sediment bed (i.e.,
sediment deposits, as further described below) were described and located in the field relative to the transect
locations. Sediment deposits identified during the sediment probing activities were characterized with respect to
texture (e.g., fine versus coarse) as well as localized geomorphologic characteristics of the river, including
channel geometry, terraces, aggrading bars, and bank slopes. The type of sediment deposit, sediment
composition, relative presence of organic material, surface area, and average depth (estimated with a probing
rod) were noted. Based on the results of the sediment mapping, areas and volumes of sediment with similar
geomorphological traits were estimated to determine the relative prominence of each. The sediment probing
activities associated with the sediment deposits are summarized on Table 5-8. The transect locations, sediment
deposits, and other notable physical features are presented on Figure 5-4.

5.3.3 Sediment Investigations

Sediment core samples were collected from up to four depth intervals (0-6, 6-12, 12-24, and 24-56 inches),
depending on location, from the three areas of the Souhegan River (Figure 5-3). A total of 42 sediment cores
were collected and split. The samples were analyzed by the USEPA laboratory for PCB congeners and by the
GE laboratory for PCB Aroclors, total organic carbon (TOC), and percent moisture. Samples were also
submitted to Severn Trent Laboratories (STL), under a contract to GE, for the analysis of SVOCs, pesticides,
metals, and grain size. The sediment sampling program and analytical results are presented in Table 5-9 and
summarized below. Complete details are available in the Souhegan River Supplemental Investigation Data
Summary Report (ARCADIS, 2007).

PCBs - The results of the 2006 investigation indicate that PCB contamination is still present in the Souhegan
River in the vicinity of the EIm Street Area. Twenty-three (23) of the 42 sample sites contained total PCB
concentrations higher than the TEC criteria. Six sites had total PCBs higher than the PEC criteria, including five
sample locations adjacent to the EIm Street Area (SD26, SD27, SED-2A, T-15-6, and T-15-7A), and one site
just upstream of Goldman Dam (T-1-4). The sediment core collected at sample site T-1-4 was split into two
subsamples representing different depths. The top layer (0-6 inches) was relatively clean with a detected total
PCB concentration of 0.048 mg/kg, which is below the TEC. The deeper sediment (6-10 inches) had a reported
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total PCBs of 1.4 mg/kg, in excess of the PEC criteria (0.676 mg/kg). This suggests that historical PCB
contamination that may have originated from upstream is now located beneath more recently deposited sediment
containing lower levels of PCBs.

For the other five sample locations that contained PCBs in excess of the PEC criteria, a similar trend of higher
contaminant levels deeper in the sediment column was observed at sample locations SD-27, T-15-6, and T-15-
7A. The highest total PCBs concentration (170 mg/kg) was detected in the 6-13 inch depth at site SD-27, which
is adjacent to the EIm Street Area. In addition, total PCB concentrations at sample location T-15-7A, which is
located immediately adjacent to the EIm Street Area, were elevated at each depth interval including a
concentration of 18 mg/kg in the deepest sample collected (48-56 inches).

Pesticides - Pesticides were detected above the TEC at nine (9) of the 42 sample locations, including sampling
locations adjacent to and downstream of the EIm Street Area. At one sample location (SD-27), the pesticide
heptachlor epoxide was detected in exceedance of the PEC criteria at the 6-13 inch depth, similar to the elevated
levels of PCBs detected at that location. Other analytes detected above the TEC criteria include DDT and
derivatives, endrin, and lindane (gamma-BHC).

PAHs - Various PAHs were detected at levels above their TEC criteria at 22 of the 42 sampling locations,
including upstream, adjacent to, and downstream of the EIm Street Area.

Metals - Arsenic, cadmium, chromium, and lead were each detected in at least one sample at a concentration in
excess of its TEC criteria. Lead exceeded the TEC at sites upstream, adjacent to, and downstream of the EIm
Street Area. Arsenic and cadmium were detected above the TEC at upstream and downstream sites, while
chromium was detected above the TEC at only one sample location (T-6-8) below the EIm Street Area. None of
the detections for metals exceeded the PEC.

5.4 2007 Investigations

In June 2007, the USEPA and USACE collected additional sediment and river bank soil samples from the
Souhegan River study area following a significant flooding event in April of that year. Nine (9) sediment and
14 river bank soil locations were sampled as shown on Figure 5-5. Samples were collected at 0-6 inches at all
locations and 6-12 inches at several locations. Surface soil samples were all collected within the 0-12 inch zone.
The purpose of the investigation was to obtain supplemental data to support the boundary of the contamination
and to determine if the significant flooding event in April 2007 had re-deposited contaminated sediments onto
the river banks (USACE, 2007).

The samples were analyzed for PCB Aroclors and congeners and the results are presented in Table 5-10. The
results of the sediment sample analysis indicate exceedances of the TEC criteria for PCBs at two sampling
locations adjacent to the EIm Street Area (SD-36 and SD-42). Samples were also collected from a site just
upstream of Goldman Dam (SD-35), similar to the sample collected in 2006. The 2007 results suggest a similar
pattern of PCB contamination immediately upstream of the Goldman Dam. The top layer (0-6 inches) was
relatively clean having a total PCBs concentration of 0.029 mg/kg. The deeper sediment (6-10 inches) had a
total PCBs concentration of 0.69 mg/kg, which is slightly above the PEC criteria.

Four (4) surface soil sampling locations had detections of total PCBs in excess of the TEC; however, none of the
samples exceeded the PEC. The maximum surface soil concentration of PCBs was 0.380 mg/kg at sample
location SS-14.

5.5 Exposure Area Determination

The previous risk assessments identified elevated risk quotients for benthic and pelagic biota and upper trophic
level receptors from exposure to polychlorinated biphenyls (PCBs) and pesticides (ADL, 1994a; 1994b; 1997).
PCBs also contributed the majority of potential cancer risk to humans from Souhegan River sediments (ADL,
19944a). Based on these prior findings, the focus of the supplemental BHHERA was on PCB contamination
(Battelle, 2011). The specific objectives of the BHHERA were as follows:

o Review all data collected to understand the nature and extent of PCB contamination in the Souhegan
River impacted or potentially impacted by OU1,;
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o Use recently collected surface sediment (0-6 inch depth only) and fish tissue data (2004, 2006, and
2007) to quantitatively evaluate the risks to human health and ecological receptors as a result of their
direct contact with these areas of the river and ingestion of fish tissue caught from these areas; and,

e Qualitatively review surface water, soil, and subsurface sediment data to assess the potential for risks to
human and ecological receptors from exposures to these media.

Samples for the investigations of the Souhegan River study area were collected from a portion of the Souhegan
River stretching from approximately 2,000 feet upstream from the northern boundary of the EIm Street Area to
2,400 feet downstream from the EIm Street Area to the Goldman Dam. For the purpose of the BHHERA, these
samples were assigned to Areas A, B, and C depending on whether they were adjacent to, downstream from, or
upstream from the Elm Street Area, respectively (Figure 5-1).

Because of the inability to distinguish between Areas A and B both physically and based on sediment chemical
concentrations in the surface sediment (0-6 inch depth), these two areas were combined for the BHHERA (Battelle,
2011). On asmaller spatial scale and because of geographic patterns in sediment chemical concentrations, a subset
of samples within Area A was assessed separately for risks to human and ecological receptors. A preliminary
review of the data for total PCBs that were collected in 2006 and 2007 indicated a high variability in concentrations
of total PCBs, TOC, and grain size in sediment samples collected between the EIm Street Area and the Goldman
Dam. As such, there was no qualitative difference in the range of sediment concentrations in the surface samples
(0-6 inch depth) detected in the two areas, which made it difficult to draw a boundary line separating the two areas
and determine which areas to place the 10 samples into that were taken between Areas A and B (Sample IDs: T-11-
7-A, DEP-5, T-10-6, DEP-4, T-9-4, T-9-7-A, T-8-7-A, T-7-8,

T-6-2, and T-6-8). There are also no physical barriers between Areas A and B. Because the two areas are not
physically or ecologically independent of each other, no justification could be made for drawing a distinct line
between the m. Therefore, for the purposes of the BHHERA, sampling Areas A and B were combined into a single
exposure area (Area A/B). In lieu of defining Areas A and B as being separate, a statistical outlier analysis was
done to identify a Hot Spot Area adjacent to the EIm Street Area where PCB concentrations are significantly
elevated.

A subset of elevated surface sediment PCB concentrations immediately within the vicinity of the EIm Street Area
was evaluated in addition to the entire Area A/B in both the human health and ecological risk assessments. This
area includes the Rope Swing Area used recreationally by human receptors and was defined by samples with
elevated PCB concentrations that are statistically significantly different from nearby samples based on outlier tests
at the 0.05 significance level. A total of 17 samples were determined to be significantly statistically different
(elevated concentrations) and an additional nine samples (not statistically elevated) were located spatially within the
Hot Spot Area. In total, 26 samples were included in the analysis of the Rope Swing/Hot Spot Area (Figure 5-6).
Although one surface sediment sample in Area B (T-2-8) was statistically significantly different, the elevated PCB
concentration (0.5 pg/kg) was isolated to this one sample in Area B and, therefore, was not included in the Hot Spot
Area in Area A. Additional surface sediment samples collected in Area B showed much lower PCB concentrations
and the elevated PCB concentration in this one sample in Area B was deemed an outlier.

The five samples collected in 2006 upstream from the EIm Street Area (above the footbridge) are considered to be
un-influenced by historic activities associated with the Fletcher’s Paint Superfund Site and grouped into Area C as
background locations.

In summary, exposure areas for the BHHERA were grouped as follows:

e A group of samples from Areas A and B into one exposure area (Area A/B);

o A subset of samples with statistically elevated PCB concentrations in river sediment within Area A in the
immediate vicinity of EIm Street, coincident with an area of unacceptable human exposure (Rope
Swing/Hot Spot Area); and

e Area C (i.e., background locations) consisting of sample locations DEP-11, T-22-3, DEP-10, T-20-7-A,
and DEP-8.
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This section presents a summary of the human health and ecological risks for the Souhegan River as presented
in the Final Supplemental BHHERA (Battelle, 2011). Additional details regarding the risk assessments are
presented in Final Supplemental BHHERA (Battelle, 2011).

Human Health Risks

6.1

The purpose of the Baseline HHRA for the Souhegan River was to estimate the potential risks (cancer and
noncancer) associated with human contact with contamination, principally PCBs, in the Souhegan River in the

vicinity of the of the EIm Street Area for current and reasonably anticipated future uses.

For the purposes of the Baseline HHRA, the Souhegan River portion of OU2 was divided into three exposure
areas of concern:

Area A/B - Area A is directly across from the EIm Street Area, downstream of the footbridge at Keyes
Field; Area B is located downstream of the EIm Street Area to the Goldman Dam impoundment;

Area C - background area, located upstream of Area A; and

Rope Swing/Hot Spot Area - An area of statistically elevated PCB concentrations in Area A that
includes a deep pool across from the EIm Street Area where a rope swing is located.

Only exposures to surficial (i.e., 0-6 inch below ground surface) sediments and fish tissue were quantitatively
evaluated. The exposure scenarios evaluated consisted of child, adult, and adolescent recreational users engaged
in sediment contact activities that included angling/wading, swimming, rope swing use, and ingesting fish
(specifically the fillet portion of redbreast sunfish) caught from the Souhegan River. Exposures to other media

(i.e., subsurface sediment, bank soil, sandbar soil, and surface water) were qualitatively evaluated.

With the exception of cancer risk from arsenic due to direct sediment contact exposures, only PCB-related (e.g.,
total PCB, dioxin-like PCB toxic equivalency (TEQ), and non-dioxin-like PCB plus dioxin-like PCB) exposures
resulted in cancer risks greater than 1E-06 and HIs greater than one and therefore exceeded EPA’s risk criteria.
Given that arsenic cancer risks estimated for Area C were greater than those for Area A/B, it is likely that risks
from arsenic are due to background conditions or can be attributed to an upstream source.

RME cancer risks from PCB-related COPCs in the vicinity of the EIm Street Area (i.e., Areas A/B and Rope
Swing / Hot Spot Area) are summarized below.

PCB-related Cancer Risks — RME Case
COPC Sediment Contact (0-6 inches bgs) Fish
Angler/Wader Swimmer Rope Swinger Consumer
Total PCBs 2E-06 to 4E-06 4E‘O%é° 6E- 1E'O%é° 4E- | 2E-04 to 3E-04
TEQ 1E-07 1E-07 3E-06 2E-05
Non-dioxin-like PCBs
plus dioxin-like PCBs 3E-06 6E-06 7E-06 4E-04

RME Hls from total PCBs in the vicinity of the EIm Street Area (i.e., Area A/B and Rope Swing / Hot Spot
Area) are summarized below.

Total PCB Hazard Quotients/Indices —- RME Case
Receptor Sediment Contact (0-6 inches bgs) Fish Consumer
Angler/Wader Swimmer Rope Swinger
Child 0.3t00.5 0.3t00.5 NE 20to 31
Adolescent NE NE 0.3t00.8 NE
Adult 0.1t00.2 0.2t00.3 NE 10 to 15
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For both cancer risks and noncancer hazards, subtracting background risk contributions from Area A/B and
Rope Swing Area risks would result in a negligible change in the risk results.

Central tendency estimate (CTE) results followed the same patterns as the RME, but direct sediment contact
cancer risks were all below 1E-06 and total HlIs for the child and adult were less than one. For fish ingestion,
the CTE total cancer risks for total PCBs ranged from 4E-05 to 6E-05, for TEQ was 3E-06, and for non-dioxin-
like PCBs plus dioxin-like PCB congeners the cancer risk was 7E-05. The total PCB HQs for the child and
adult Fish Consumers ranged from 6.1 to 9.4 for the child and from 3.1 to 4.8 for the adult.

Qualitative evaluations for PCB exposures in Area A/B for bank soil, sandbar soil, and surface water indicate
that it is unlikely that direct contact exposure to these media would lead to unacceptable adverse health effects
from PCB-related COPCs.

A qualitative analysis of the subsurface sediment (intervals ranging from 6-56 inches bgs) was performed to
account for the possibility that scouring events expose the underlying sediment. Maximum detected
concentrations of PCB-related COPC concentrations at depth were equal to or greater than the surficial sediment
exposure point concentrations (EPCs) used in this risk assessment. The table below summarizes the potential
cancer risks and noncancer health hazards from the maximum concentrations detected in the 6-56 inch depth
interval. The maximum PCB detection occurred in the six to 14 inch interval, resulting in a cancer risk to the
Swimmer of greater than 1E-04.

PCB-related RME Cancer Risks for Sediment at
Depth (6-56 inches bgs)

COPC Total Cancer HI
Risk (child/adult where applicable)
Area A/B — Swimmer
Total PCBs 1E-05 to 2E-04 19/12

TEQ 6E-07 to 1E-05

Non-dioxin-like PCBs plus dioxin-like 1E-05 to 2E-04
PCBs

Rope Swing Area — Rope Swinger

Total PCBs 5E-05 12

TEQ 3E-06

Non-dioxin-like PCBs plus dioxin-like 6E-05
PCBs

In summary, the findings of the human health risk assessment are that:

1) cancer risks and hazard quotients from the consumption of recreationally caught fish are higher than
EPA’s risk criteria of 1x10-6 to 1x10-4 excess cancer risks and a hazard index of 1 for non-cancer risks;

2) cancer risks from the recreational scenarios involving direct contact with surface sediments (i.e.,
angling, wading, swimming, and rope swinging contact with sediments 0-6 inches bgs) are higher than
EPA cancer risk criteria, but have a non-cancer risk less than a hazard index of one, and

3) should subsurface sediments become exposed (e.g., due to erosion), cancer risks and hazard quotients
from the recreational scenarios involving direct contact with subsurface sediment (6-56 inches bgs) may
exceed EPA risk criteria.

6.2 Ecological Risks

Risks to ecological receptors including benthic invertebrates, fish, and upper-trophic level wildlife receptors
were evaluated in this supplemental baseline ecological risk assessment (BERA). Fish were represented by
white sucker, redbreast sunfish, and salmon fry; upper-trophic level wildlife receptors were represented by the
belted kingfisher, mink, and green heron.
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Despite the detection of a few pesticides with elevated concentrations in surface water during the 1990s, the
surface water ingestion pathway does not likely represent a substantial exposure pathway to contaminants
related to Fletcher’s Paint Superfund Site for any receptors evaluated. Rather, the major pathways for ecological
receptors are direct exposure to sediment (benthic invertebrates) and the sediment and fish tissue ingestion
pathways (fish and wildlife), with a significant portion of observed risk to wildlife receptors coming from the
latter. In addition, there is a low risk from exposure to bank soils that may be inundated with flooded river
water during high flow events. In the events of potential sediment scouring, subsurface sediments could pose
the potential for significant ecological risk if receptors are exposed to these sediments.

Ecological risks were evaluated using surface sediment and fish tissue data collected from two areas potentially
affected by contamination (Areas A and B) and one background area (Area C). In addition, a Hot Spot Area
was identified near the former source of PCBs to the Souhegan River, where a statistical analysis indicated that
PCB concentrations were significantly elevated compared to nearby samples. Surface sediment from the top six
inches was quantitatively evaluated in the supplemental BERA; subsurface sediment (between six and 56 inches
in depth) was qualitatively evaluated.

Several data gaps were identified for this assessment, including limited available data particularly for PCB
congeners. The risk analysis conducted using the available measured PCB (including limited congener) data
was supplemented using a regression-based approach to estimate congener concentrations. Although improving
spatial coverage for determining exposures, the supplemental approach was determined to introduce
unacceptable uncertainty to the assessment and was provided in the BHHERA (Battelle, 2011) for comparison
purposes only. Furthermore, exposure areas A and B were combined into one exposure area (Area A/B) for
sample grouping and exposure calculations because these areas were determined to represent a single ecological
exposure area, and the high variability in the data prevented delineation of the boundary between the two areas
based on sediment chemical and physical characteristics. The Hot Spot Area, located within Area A, was
evaluated as a second exposure area for the ecological risk assessment.

PCBs, which are the primary COPCs, have the potential to bioaccumulate and be transferred through the aquatic
food web to upper trophic level receptors. Therefore, PCBs in sediment may present an unacceptable risk to
wildlife, as well as fish and invertebrates, from multiple exposure routes. The potential for PCB chemicals to
bioaccumulate in fish tissue from sediment, measured as the normalized ratio of fish tissue concentrations to
sediment concentrations and represented by a biota-sediment accumulation factor (BSAF), was determined to be
lower than other sites with PCB contamination.

Overall, risks to benthic invertebrates are mainly attributed to PCBs in surface sediment, followed by pesticides.
Based on HQs greater than 1.0, indicating a potential for adverse effects, there is risk to benthic invertebrates
from exposure to mean and maximum concentrations of individual COPCs in surface sediment for the following
chemicals:

HQ. for . . HQ for mean
COPC maximum Maximum Concentration (mg/kg) .
concentration concentration
Value Location Area
Lead 2.3 81 T-2-8 A/B 0.24
Silver 1.7 1.7 DEP-4 A/B 1.2
Arsenic 14 13 DEP-4 A/B 0.49
Cadmium 9.6 9.5 DEP-4 A/B 0.39
Total PCB congeners 180 11 SED-02A Hot Spot 19
Alpha-BHC 15 0.0091 T-15-6 Hot Spot 0.78
Beta-BHC 12 0.061 T-15-6 Hot Spot 1.2
Gamma-BHC 51 0.012 T-15-6 Hot Spot 0.88
Endrin 4.1 0.0091 SD-27 Hot Spot 4.0
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HQ_ for . . HQ for mean
COPC maximum Maximum Concentration (mg/kg) .
concentration concentration
Value Location Area

4,4-DDD 13 0.065 DEP-5 A/B 2.1
4,4'- DDE 6.3 0.020 T-15-6 Hot Spot 0.90
4,4- DDT 16 0.066 DEP-5 A/B 2.6
Endosulfan | 2.7 0.0079 T-15-6 Hot Spot 0.48
Endosulfan 11 1.9 0.026 T-15-6 Hot Spot 0.65
HPAH 6.8 11 DEP-5 A/B 0.74
LPAH 3.6 2.0 DEP-5 A/B 1.3

Risks to white sucker, based on CBRs, are attributed mainly to metals in sediment, followed by PCBs. Risks to
redbreast sunfish are also attributed primarily to metals, with the greatest risk to sunfish being from mercury
body burdens, again followed by PCBs. Risks to invertebrates and fish associated with exposure to PCBs are
relatively similar in both the Hot Spot Area and in Area A/B, most likely because of the occurrence of sediment
samples without elevated PCB concentrations within the Hot Spot Area for the assessment of risks to benthic
invertebrates and the mobility of fish that would expose these receptors to lower contaminant concentration
outside of the Hot Spot Area.

Risks to the upper trophic-level wildlife receptors are attributed to PCBs, including both total PCBs and dioxin-
like PCB congeners (i.e., TEQs) mainly from exposure to these COPCs in fish tissue. The assessment of risks to
wildlife from exposure to PCBs in the tissue of benthic-dwelling fish species, represented by white sucker, was
considered most appropriate for this evaluation because whole body data were available for white sucker. Risks
from exposure to white sucker in Area A/B, expressed as HQs, were identified for both the no observed adverse
effects levels (NOAELSs) and lowest observed adverse effects level (LOAELS) and showed low to moderate
risks as follows:

. . Belted Kingfisher Green Heron Mink
Ecological Risks Related to

Ingestion of White Sucker LgaAsE dL- Ng:g‘eE dL_ Lgﬁs\eE dL- NOAEL- ngf;eE dL- ngﬁseE dL-

within Area A/BCOPC HO HO HO Based HQ HO HO
Total PCB (Aroclor) 8.1E+00 | 1.0E+01 | 8.1E+00 1.0E+01 4.4E+01 | 5.3E+01
Total PCB (Congener) 7.0E+00 | 8.7E+00 | 6.8E+00 8.5E+00 3.8E+01 | 4.5E+01

PCB_TEQ_BIRD 6.6E+00 | 6.6E+01 | 7.5E+00 7.5E+01 NA NA
PCB_TEQ_MAMMAL NA NA NA NA 5.9E+00 | 1.6E+02

The greatest PCB risk was observed for piscivorous mammals, represented by the mink with HQs two (2) to
three (3) orders-of-magnitude above unity. Next greatest were PCB risks to avian receptors which were two (2)
orders-of-magnitude above unity.

The supplemental BERA found that exposure to PCBs in Area A/B for benthic invertebrates, fish, and wildlife
resulted in substantially higher risks relative to those estimated for the background area (Area C). Although
risks to mink from exposure to PCBs in white sucker in background Area C were found to be slightly higher
than Area A/B, this anomalous finding is due to the presence of two potent dioxin-like PCB congeners (i.e.,
large TEQ) that were uniquely detected in a single fish tissue sample from background Area C. These
compounds appear to be unrelated to the Fletcher’s Paint Superfund Site as they were not detected in surface
sediment samples during this same sampling event conducted in 2006. Assessment of exposures to COPCs in
redbreast sunfish indicated that risk to mink from PCB exposures in Area A/B is greater than exposure risk for
background Area C.
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A qualitative evaluation of COPC concentrations in surface water, river bank soil, and subsurface sediment
indicated a low potential for adverse effects from exposure to metals in surface water, a low potential for
adverse effects on benthic invertebrates from exposure to PCBs in river bank soil, and elevated concentrations
of PCBs in subsurface sediment in the Hot Spot Area. Because of the low HQs (<10) and likelihood that
COPCs in surface water and eroded river bank soil will be diluted within the river, risks from exposure to these
media is considered negligible. However, storm events, flooding, and winter ice flows could create sediment
instability problems and result in scouring of the river bed, exposing sediment with higher concentrations of
PCBs than surface sediment and elevating exposures and risks to ecological receptors.

6.3 General Conclusions

There is unacceptable risk to human and ecological receptors from exposure to PCBs in Souhegan River
sediments within Area A/B of the Fletcher’s Paint Superfund Site. There is risk to human receptors from direct
contact with sediments and fish ingestion, with fish ingestion risks being of particular concern. There is also
risk to benthic invertebrates from exposure to metals and pesticides in sediment. The observed risk is
unacceptable relative to background Area C. A PCB Hot Spot Area was identified within Area A/B of the
Souhegan River study area where there are statistically significant elevated concentrations of PCBs. Within this
area, there are also elevated concentrations of PCBs in subsurface sediments that could pose greater risk to
human and ecological receptors if storm and flood events, or winter ice flows, expose these deeper sediment
layers. Consequently, the PCB Hot Spot Area could become dispersed and provide a continuing source of
bioavailable PCBs to the Souhegan River if not remediated.
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7.0 SUMMARY AND CONCLUSIONS

This section summarizes the investigations and associated risks to human health and the environment associated
with the Keyes Field groundwater and Souhegan River located in the vicinity of the EIm Street Area, which
comprises OU2 of the Fletcher’s Paint Superfund Site.

7.1 Keyes Field Groundwater

Groundwater investigations in the vicinity of Keyes Field were initiated as a result of the 1984 closure of the
Keyes Well. The Keyes Well, located approximately 800 feet northwest of the EIm Street Area, operated from
1972 to 1984. Subsequent to the closure of the Keyes Well, numerous groundwater investigations have been
conducted in and around Keyes Field. The initial investigations determined that the most likely sources of
contamination found in the Keyes Well were the nearby gasoline stations and Fletcher’s Paint Superfund Site.

Groundwater flow in the vicinity of Keyes Field is in a north-northeast direction across Keyes Field and
discharges into the Souhegan River. From the Mill Street Area, groundwater flows north toward EIm Street and
then north-northwest toward the Souhegan River. Under current, non pumping conditions, Keyes Field is
located hydraulically upgradient of OU1 and downgradient of the Xtramart gasoline station located on EIm
Street (Figure 1-1).

Early investigations of Keyes Field groundwater conducted as part of OU1 found elevated concentrations of
VOCs (primarily BTEX) in several of the Keyes Field wells. The highest concentrations of VOCs were
detected along the southern edge of Keyes Field on the northern side of EIm Street across from the gasoline
station (currently Xtramart). The OU1 RI (ADL, 1994a) concluded that the VOC contamination observed in
groundwater beneath Keyes Field appeared to have originated from a source near the intersection of EIm and
West Streets and migrated through the groundwater in a northeasterly direction across Keyes Field toward the
Souhegan River.

The Xtramart has operated as a gasoline station since 1956 when the property was owned by the Atlantic
Richfield Company. The property has been regulated by the NHDES since 1994. Numerous subsurface
investigations, groundwater monitoring events, and field observations have been completed to determine the
extent of contamination in soil and groundwater. An SVE/AS remediation system has been in operation at the
Xtramart since May 2007. Groundwater monitoring of the Xtramart well network was routinely conducted
starting in 1996. Elevated levels of BTEX and MTBE that were detected in wells along the southern edge of
Keyes Field for the first several years have declined significantly over the last seven years.

Supplemental groundwater monitoring has been conducted at Keyes Field by GE and USEPA over the past
several years. Significant results from these sampling events include the detection of MTBE at a concentration
of 49 pg/L in KWO1D (50 pg/L in the duplicate sample), which exceeds the NHDES standard for MTBE of 13
pg/L. BTEX has not been detected in any of the on-site wells at Keyes Field in the past three years.

The quantitative HHRA performed relative to potential exposures to the on-site groundwater at Keyes Field
focused on a future Park Worker, a future Park User, and hypothetical future Residents who could be exposed to
the on-site groundwater as tapwater in a domestic setting if the Keyes Well were to be re-activated and the
groundwater used to supply the public water system. The exposure scenarios evaluated for the future Park
Worker and the future Park User assumed that all water used at the park for all needs (e.g., drinking, irrigation,
washing, filling the pool) would come from the on-site groundwater. This included potential ingestion (i.e.,
drinking) as well as potential dermal absorption exposures due to direct contact with the groundwater during
these uses. It must be emphasized that the water currently available at the park is municipally supplied from
other sources (i.e., not the on-site groundwater). The calculated risks for the future Park Worker and the future
Park User under these potential future exposure scenarios did not exceed the USEPA cancer risk reference range
or non-cancer thresholds. The calculated risks for the hypothetical future Resident (adult and child) under the
scenario of the on-site groundwater as a municipal water supply did exceed both the USEPA cancer risk
reference range and the non-cancer HI threshold. However, the exceedance of the USEPA cancer risk reference
range was almost entirely due to a one time detection of arsenic at a concentration of 11 pg/L, just over the
detection limit and MCL standard of 10 pg/L. This detection of arsenic was determined to likely to be due to
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the naturally occurring arsenic in the area’s bedrock. The only other compound in the on-site groundwater that
contributed to any significant degree to the calculated risks was MTBE. However, MTBE was only detected in
one well in 2007 and was very likely due to upgradient off-site sources that are currently being addressed under
NHDES regulations. As such, the MTBE is not indicated to be due to any release from the Fletcher’s Paint
Superfund Site and is not expected to pose a long-term concern if upgradient sources continue to be addressed
and monitored.

The screening level risk assessment performed relative to the upgradient groundwater revealed that this
groundwater has or is likely to have contaminant levels that exceed thresholds for a public drinking water
supply. Characterizations of the hydraulic conductivities in the overburden and in the underlying bedrock
(USGS, 1996) suggest that a cone of depression would likely be created if the Keyes Well were to be re-
activated to extract water for use as a public supply. This pumping would be likely, based on past experience, to
draw groundwater from these upgradient locations and re-contaminate the on-site groundwater. A Keyes Well
re-activation scenario should not be considered until the various sources of the upgradient contamination are
identified and remediated. It is assumed, given the ongoing remediation and groundwater monitoring efforts
associated with the Xtramart site under the NHDES regulations (NHDES Site No. 199404027), that the
contamination associated with the Xtramart property is unlikely to impact Keyes Field groundwater in the future
if the Keyes Well remains inactive until this off-site source has been remediated.

The HHRA for the Keyes Field groundwater suggests that there are no current human health risks related to the
on-site Keyes Field groundwater and hypothetical future risks are related to naturally occurring arsenic and
potential migration of off-site contamination into Keyes Field should the Keyes Well be returned to service.
The hypothetical future risks can be addressed by preventing the installation of new wells and use of the Keyes
Well until these off-site sources are remediated or otherwise addressed. In addition, ongoing groundwater
monitoring programs associated with historic releases at EIm Street and Mill Street Areas (OU1) and the
Xtramart property will continue to be conducted to assess contaminant migration and concentration trends.

7.2 Souhegan River

Multiple investigations of the Souhegan River adjacent and downstream of the EIm Street Area have been
conducted and a supplemental BHHERA (Battelle, 2011) was prepared to incorporate all available data and
update the risk assessment to human health and the environment.

The supplemental BHHERA concluded that there is unacceptable risk to human and ecological receptors from
exposure to PCBs in Souhegan River sediments within Area A/B of the Fletcher’s Paint Superfund Site. There
is risk to human receptors from direct contact with sediments and fish ingestion, with fish ingestion risks being
of particular concern. There is also risk to benthic invertebrates from exposure to metals and pesticides in
sediment. The observed risk is unacceptable in Area A/B relative to background Area C located upstream from
the EIm Street Area. A PCB Hot Spot Area was identified within Area A/B of the Souhegan River study area
where there are statistically significant elevated concentrations of PCBs. Within the PCB Hot Spot Area there
are also elevated concentrations of PCBs in sub-surface sediments that could pose greater risk to human and
ecological receptors if storm and flood events expose these deeper sediment layers. Consequently, the PCB Hot
Spot Area could provide a continuing source of bioavailable PCBs to the Souhegan River if not remediated.

A Focused Feasibility Study (FFS) is proposed to be conducted for the Souhegan River study area to develop an
appropriate range of remedial alternatives for detailed analysis to address unacceptable risks posed to human
health and the environment due to contamination associated with the Fletcher’s Paint Superfund Site.
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TABLE 4-1
SELECTION OF EXPOSURE PATHWAYS

Final Remedial Investigation Report

Watermark

Operable Unit 2, Fletcher's Paint Works and Storage Facility
Milford, New Hampshire

(Vapor Intrusion)

Scenario Medium Exposure Exposure Receptor Receptor Exposure Type of Rationale for Selection or Exclusion
Timeframe Medium Point Population Age Route Analysis of Exposure Pathway
On-Site There are currently no complete exposure pathways relative to the on-site groundwater. Municipal water
Groundwater | Groundwater Wells None Not Applicable All Applicable None from other sources is available at the Site. Groundwater from the Site wells is not used on-site for any
consumptive or non-consumptive purposes.
There have been very few volatiles detected in the on-site groundwater and these have been detected at
Current relatively low concentrations. There are currently no routinely occupied buildings on-site. The pool house
. . On-Site . . . is a building that people can enter, but it is only occupied for relatively short periods of time by park users
Indoor Air Indoor Air Buildings None Not Applicable Inhalation of Volatiles None and the pool staff. The building also is open and well-ventillated during the time the pool is open which
would prevent the potential build-up of any volatiles that may be released from the groundwater if it were tg
be used on-site. As such, this exposure pathway is not currently complete.
Adult Ingestion Quant
(18+ yrs) Dermal Absorption Quant Given that municipal water is available at the Site, the scenario of a on-site well specifically to supply
Hypothetical Inhalation of Volatiles Quant drinking and general use water to a future hypothetical resident is not currently occurring. However, the
Resident i Ingestion Quant possibility of such a well being installed and its water used for drinking and other typical residential uses
(Ocehlld ) Dermal Absorption Quant was considered as a conservative future expsoure scenario.
-6 yrs
Y Inhalation of Volatiles Quant
On-Site Ingestion Quant Given that municipal water is available at the Site, the scenario of the installation of an on-site well
Wells park Worker Adult Dermal Absorption Quant specifically to supply drinking and general use water to the park is considered to be very unlikely.
(18+ yrs) . . However, the possibility of such a well being installed and its water used for these purposes was
Inhalation of Volatiles None y
considered.
Groundwater | Groundwater Ingestion Quant Given that municipal water is available at the Site, the scenario of a on-site well specifically to supply
Adolescent N S . A : . "
Park User (6-14 yrs) Dermal Absorption Quant drinking, cleaning and irrigation water to the park is considered to be very unlikely. However, the
Y N N possibility of such a well being installed and its water used for drinking and filling the pool was considered.
Inhalation of Volatiles None
Incidental Ingest.ion None Any future additional construction at the site is expected to be slab-on-grade because of the proximity of
. Adult Dermal Absorption None the river and the potential for flooding. Since groundwater is encountered at a minimum of 3 - 4 feet
Construction Worker . .
Euture . (18+ yrs) . i below the ground surface or more, no prolonged exposure to the groundwater is anticipated for the
On-Site Inhalation of Volatiles None construction worker.
Groundwater - -
Adult Incidental Ingestion None The site currently has underground water, sewer and irrigation lines. However, since groundwater is
Utility Worker (18+ yrs) Dermal Absorption None typically encountered at 3 - 4 feet below the ground surface or more, no prolonged exposure to the
y Inhalation of Volatiles None groundwater is anticipated for the utility worker.
Adult (18+ yrs) Inhalation of Vqlanles None ) . ) . . .
Hypothetical (Vapor Intrusion) Given the presence of only two (2) volatile constituents in the groundwater at very low concentrations, this
)I;pesident pathway would be effectively incomplete even if an occupied residence were to be constructed on-site in
i i the future.
Child (0-6 yrs) Inhalation of Vqlatlles None
. (Vapor Intrusion)
. . On-Site
Indoor Air Indoor A